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1. GİRİŞ
GENEL ÖZELLİKLERtc "INTRODUCTION"
CERBER C51 C51 tuş takımı kontrollü , arama cihazı, alarm hafızası, bir kurucu kodu ve 15 kullanıcı kodu olan alarm kontrol panelidir.
CERBER C51 apartmanlar, evler ,ofisler için ideal bir hırsız alarm sistemidir.
Sistemin bir çok özelliği, tuş takımı veya modem bağlı PC üzerinden ,EZcom C51 programı ile programlanabilir.EZcom C51 programı ,kontrol paneli ile uyumlu bir şekilde çalışır
The central unit's core is a RISC microprocessor. The electrical features include an EEPROM memory for the programmed configuration to be retained even after a total power loss.

The system has the following general features:

• 5 Adet hat sonu dirençli kablolu zon Resistor zones bütün zonlar  giriş/çıkış, ani, takipçi,24 saat,24 saat yangın,24 saat sabotaj,24 saat panik,24 saat  tıbbi acil, devreye alma/devreden çıkarma
• Tuş takımı ile programlama yada EZcom C51 upload/download  özelliği;

• 1 kurucu kodu;

• 15 programlanabilen kullanıcı kodu, sonuncu kod eğer programlandıysa merkezi gözlem istasyonuna panik alarm verme özelliği;

• Kodsuz devreye alma opsiyonu: ‘uzaklaşırken kodsuz devreye alma’,’evde kodsuz devreye alma’,’kodsuz devreye alma’,’evde modunda devreye alma’;

• Zorlama devreye alma özelliği;

• Programlanabilen istenmeyen resetlemeye karşı programlanabilir  özellik.
• 8  zone ayrı ayrı  programlanabilir, zone cevap zamanı ayrı ayrı seçilebilir özellik;

• Zon baypaslama;

• Zil  özelliği kullanıcı tarafından aktif edilme/kapatılma;

• Programlanabilen siren alarm çeşitleri: değişmeyen,pulse veya sessiz;hırsızlık ve yangın alarmları için sirenlerin farklı durma süreleri;

• Ayrı ayrı programlanabilir giriş/çıkış gecikme süreleri;
• Tek tuşla devreye alma / devreden çıkarma opsiyonu;

• 2 programlanabilir çıkış(16 opsiyonlu): Latch alarm, takip sistem durumları(devrede/devrede değil), Giriş gecikmesi, çıkış gecikmesi,  sistem hatası, yardımcı  siren,yangın, sabotaj, sessiz, panik, ambulans, sabit ses, devreye alırken sesli uyarı, devreden çıkarırken sesli uyarı, sabit çift ses;
• 255- olay hafızası upload ve downlaoad edilebilme  ve olaylar EZcom C51 programında görülebilme , gözlem istasyonuna raporlama özelliği
• Tuş takımında görülebilir olay hafızası;

• arama modülü: DTMF, ADEMCO, CONTACT ID;

• Zon alarmı ve alarm sonu için programlanabilir rapor kodları;

• Programlanabilen zon geri yükleme (Zon tekrar açıldığında veya siren sustuğunda);

• Zon alarmı ve alarm sonu için programlanabilir rapor kodları;

• Programmablen system hatalrını raporlama özelliği: „hataları için programlanabilir rapor kodları: düşük akü, düşük akü sonlandırıldı, sistem enerjisi kesildi, enerji geldi, siren hatası(bağlantı hatası veya sigorta),siren hatası giderildi,power sigortası yandı, power sigortası ok, tuş takımı kilitleme”;
• Gözlem istasyonu ile haberleşmek için 2 adet programlanabilen telefon numarası
• Sistem hatalarını izleme:Akü voltajı, AC güç, siren ve yardımcı çıkışlar;
• Telefon hattı izleme opsiyonları(TLM);
• 4 adet tuş takımına kadar ,tuş takımı bağlama özelliği;

• Tuştakımında sabotaj algılama opsiyonu;
• Alarm zonlarının ayrı ayrı led lerle gösterilmesi.;

• Sistem durum LEDleri: READY, SYSTEM, BYPASS and ARMED;
• Kontrol panel raporları,  sorgu aramalarılveya yada alarmlar ve enerji kesilmesinde sesli arama raporlaması;

• Alarm durumunda 4 adet programlanabilir telefon no;
• Uzaktan sistem sorgulaması(tel. hattı üzerinden): (devrede , devre dışı, alarm, sistem enerjisi kesildi.);

• Upload, download yapabilme özelliği(EZcom C51 programı kullanılarak);

· EZcom C51 kullanılarak sistem parametrelerinin Panelden PC ye aktarılması;

· EZcom C51 kullanılarak sistem parametrelerinin PC den panele aktarılması;
· EZcom C51 programı kullanılarak sistem zaman ve tarih ayarlarının yapılması;

· EZcom C51 programı kullanılarak devreye alma / devreden çıkarma yapılması;
· EZcom C51 programı kullanılarak devreye alma / devreden çıkarma özelliği;
· EZcom C51 programından zon baypaslaması yapılması;
· EZcom C51 programı kullanılarak  PGM çıkışları aktivasyonu / deaktivasyonu.
• Akü şarj akımı max 100mA;

TEKNİK ÖZELLİKLER:tc "TECHNICAL SPECIFICATIONS\:"
GÜÇtc "Power"
• 
Minimum 4Ah/12V akü;

• 
18Vac / 20VA trafo;

• 
Normal çalışmada çekilen akım:



50mA - Kontrol paneli;



12mA - Tuştakımı;


• 
+AUX çıkışı: max 0.3A – sigorta korumalı.
Girişlertc "Inputs"
• 
5 Adet tam programlanabilir 2K2 EOL zone.

ÇIKIŞLARtc "Outputs"
• 
2 adet( open-collector) negatif tetikli çıkış(NPN), 50 mA e kadar;

• 
1 adet  pozitif tetikli siren çıkışı(+BELL:1A sigortalı)protected).

Not:  Akım kapasitesi ve +AUX çıkışı için ve +BELL çıkışı sadece sistem enerjilendiği ve akü takıldığı zaman aktiftir.
2. TUŞTAKIMLARItc "TASTATURI"
Sisteme max 4 adet tuştakımı bağlanabilir,her bir giriş/çıkış kapısı için 1 tuş takımı takılabilir

.
TUŞTAKIMI ÇEŞİTLERİtc "Tipuri de tastaturi"
Sisteme aşağıdaki tuş takımı çeşitleri bağlanabilir:
KP-054: CERBER C51 için 5 zone LED ve 4 durum LED Tuştakımı.

KP-054E: CERBER C51 için 5 zone LED ve 4 durum LED Tuştakımı.
tuştakımı şekilleritc "Prezentare tastatură"
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Sistem durumuna göre LED lerin açıklaması:

Ready LED
a) Sistem kuruluyken –yanmaz.

b) Sistemde açık zon olduğu halde,kuruluma hazır(forced arming açık):
· Yanar– the sistem kuruluma hazır(bütün zonlar kapalı);
· Flaş yapar – Sistem, açık zon varken devreye almaya hazırdır (sistemde kapatılmayan zon vardır);
· Yanmaz – sistemde en az 1 adet açık zon var ve sistemde açık zon varken kurulsun özelliği kapalı(forced arming).
 c) Sistem kurulu değilken ve herhangi bir programlama modundayken:

· Yanar – Ana kullanıcı program / değişiklik yapar: kullanıcı kodu, aramalar için telefon numaraları veya system tarih ve zamanın girilmesi;

· Yanar -  sistem kurucusu, programlama bölümlerinin herhangi birinde ise

System LED
a) Sistem kurulu iken –yanmaz.
b) Sistem kurulu değilken:
· Flaş yapar – sistemde kayıtlı alarm var veya sistemde bir hata var (düşük   akü,enerji kesilmesi,sistem tarih ve saati programlanmamış,merkezi gözlem istasyonuyla haberleşme hatası veya telefon hattı testi hatası);
· Flaş yapar – herhangi bir kullanıcı;zone baypaslama, sistem hataları  görüntüleme,alarm hafızası görüntüleme,aramalar için tel no ların girilmesi  veya sistem tarih ve saatinin girilmesi/ değişikliği sırasında;
· Flaş  yapar – sistem kurucusu programlama  modundayken.
c) Sistem evde modunda kurulu iken:

· Flaş yapar – sistemde kayıtlı alarm var veya sistemde hata var.
Bypass LED
Yanar – en az 1 adet baypas edilmiş zone var veya evde modunda en 1 adet paypas edilmiş 
Zon var.

Baypas edilmiş zone tekrar aktif edildiğinde ve sistem devreden çıkarıldığında  LED söner

Armed LED
a) Sistem  kurulu iken:

· Yanar – sistem kurulu iken;

· Flaş yapar eğer sistem ‘ani mode’ da ise (ani kurulu veya gecikmeli zone 
Tetiklenmiş);
· Yavaş flaş - sistem evde modunda kurulu ise;
b) Sistem kurulu değilken:

· Yanar – ana kullanıcı : kullanıcı kodu verirken veya değişiklik yaparken, arama için tel no girilirken veya sistem tarih ve saati  programlanırken 
· Yanar - sistem kurucusu program menüsündeyken.
Zone LEDs

a) Sistem kurulduğunda:

· Yanar – the zone ilgili zone tetiklendiğinde;

b) Sistem kurulu değilken:

· Yanmaz – zon kapalıyken;

· Yanar – zon açıkken.

· Yanar – Sistem kurulu değilken, kullanıcı zone baypas menüsünde iken ve bağlantılı zone baypas edilirken;

Ve programlama esnasında, zone LED leri  sistem durumlarını gösterirken(aktif / pasif)  ve sistem kurucusu programlama bölümlerinden birinde ise kullanılır.

Fonksiyon Tuşları
Fonkiyon tuşları: [*], [STAY], [BYPS], [INST], [CODE] (ve [<], [>]  KP-054E için)  tuşları yalnız sistem devrede değilken çalışır, sistem kurulu durumdayken  bu tuşlardan herhangi birine basıldığında tuş takımı uzun bir hata sesi çıkarır.
[STAY]
tuşu, evdeyken devrede veya  hızlı evde devreye almak için kullanılır.
[BYPS] ([BYPASS])

Zone baypaslama için kullanılır.
[INST]
ani evde kurulum için veya kodsuz devreye almada ( “INST” + “CODE”) kullanılır).
[CODE]
Sistemi kodsuz devreye almak için veya kullanıcı şifresi vermek veya değiştirmek için, telefon aramaları için ,Tel no nun girilmesi /veya tarih saat ayarının yapılması için kullanılır.
3. KURULUM VE DEVREYE ALMAtc "INSTALLING AND COMMISSIONING"
Panel Montajıtc "Mounting the Panel"
Toprak bağlantısına izin veren, kolaylıkla 220 V besleme alınacak ve kuru bir alan seçin.Eğer merkezi gözlem istasyonu bağlantısı veya alarm durumunda arama modulünü kullanacaksanız .Panel ,telefon hattına yakın bir yere kurulmalıdır.
Panelin içindeki PCB boardları çıkararak ,panel kutusunu görünmeyecek bir yere 4 adet vidayla duvara tutturun,PCB yi tekrar takın, sistem kablo bağlantılarını,kablo bağlantısı için kullanılan boşluklardan faydalanarak,yapınız

.

Mounting the Keypadtc "Mounting the Keypad"
Tuş takımı girişlere ve çıkışlara yakın bir yere kurulmalıdır. Tuş takımı arka kapağını sökerek duvara monte edin,kablo bağlantılarını yapın.

Kablolamatc "Mounting the Keypad"
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Not: panele enerji vermeden önce tüm kablo bağlantılarını yapınız.

Tüm bağlantılar aşağıdaki diyagrama göre yapılmalıdır:

Terminaller
Aşağıda bahsedilen konnektörler ana PCB üzerinde bulunur:
AUX-, AUX+tc "AUX - , AUX +"
Bu terminaller yardımcı güç kaynağıdır.

Bu terminaller tuş takımı ,detektörler ve diğer elemanlar için gerekli olan beslemeyi sağlar

Yükleme 0.3A den fazla olmamalıdır.Bağlantının yönüne dikkat ediniz 
YEL, GRNtc "YEL, GRN"
Tuş takımı data terminalleridir.

PGM 1, PGM 2tc "PGM 1, PGM 2"
PGM 1- “open collector” eksi tetik çıkışıdır.(NPN); akım kapasitesi 50mA
PGM 2- “open collector” eksi tetik çıkışıdır.(NPN); akım kapasitesi 50mA
BELL +tc "BELL +"
“BELL+” artı tetik  le çalışan siren çıkışıdır.(PNP),(2K2 sonlandırma direnciyle)

.
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Not:

1. yukarıdaki siren bağlantısı SA 11 modelinin CERBER 51 bağlantı şemasıdır.

2. Eğer  iç ve dış siren beraber kullanılıyorsa,2K2 direnci dış siren için kullanılmalıdır
Z1, Z2, COM, Z3, COM, Z4, Z5
Terminalleri giriş zonlarıdır(genel montaj diyagramına bakınız), Eğer kullanılmayan zone lar varsa 2K2 
ile kapatılmalıdır.

PHONEtc "PHONE"
Telefon konnektörüdür.

LINEtc "LINE"
Telefon hattı konnektörüdür.

Devreye Alma tc "Mounting the Keypad"
Tüm bağlantıyı yaptıktan sonra , aşağıda anlatılan şekilde sistemi resetleyiniz.

.

Reset to Default procedure tc "Reset to Default"
1. Akü bağlantısını ve beslemeyi kesiniz.

2. Reset jumper ını, devrede üzerindeki reset pinine takınız.
3. Sistem aküsü ve enerjiyi veriniz ve 2 sn bekleyiniz.

4. Eğer sistem resetlendiyse , zone ledleri flaş yapacak ve yeşil LED READY  yanacaktır.

5. Aküyü  ve beslemeyi çıkarınız.
6. Reset jumperini çekiniz.

7. aküyü takınız ve panel enerjisini veriniz. Sistem fabrika değerlerine dönecektir
Not: Resetleme işlemi ,sistem resetlenemez  aktif edilmişse yapılamaz
4. OPERASYONtc "OPERATION"
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Tuş takımları sistemi programlamamıza ,komut veya data ,sistem durumunu görmemize yarayan cihazdır. Sistemin  her türlü işlemleri tuş takımı tarafından yapılabilir.
Tuş takımında 5 adet zonları simgeleyen LED ve 4 adet sistem durumunu gösteren LED vardır. READY, 
SYSTEM, BYPASS, ve ARMED

.

Sıstem Kodlarıtc "Operating Codes"
1 kurucu kodu, 15 kullanıcı kodu vardır , ilki ana kodtur(default 1234) ,sonuncu kod ,eğer programlandıysa panik kodu olarak çalışır.

Kullanıcı Kodları
 “Ana Kod” (1. kullanıcı kodu) - „1234” fabrika ayarı
Ana kod sistemi işletme ve kullanıcıya şifre verme veya şifre değiştirme işlemlerinde.

Devreye alma / devreden çıkarma / zone baypaslama/ baypas ı kaldırma / kullanıcı kodlarını programlama, silme / telefon numarası girme, silme / sistemin tarihini ve saatini ayarlama, sesli haberleşmeyi  ve upload ve download ı engelleme yapabilir.

Kullanıcı Kodu 2-14 - programlanmamış
Sistemi devreye alma devreden çıkarma , zone paypaslama ve baypası kaldırmaya izin verir.

15. Kullanıcı kodu - programlanmamış
Eğer sistemi devreye almak veya devreden çıkarmak için bu kod kullanılıyorsa, kontrol paneli ,panik şeklinde kayıt eder.Eğer kontrol paneli merkezi gözlem istasyonuna bağlı ise bu panik olarak raporlanır

Kullanıcı kodlarını (ana kod da dahil)  aşağıdaki komutla düzenlenebilir.

: [*][7][Ana Kod] veya [CODE][Ana Kod].

Not: kontrol paneli tahmini kod girişine karşı korunmuştur. Eğer 10 dan fazla yanlış kod  girildiğinde tuş takımı 7 dakikalığına kilitlenir,bütün ledler flaş yapmaya başlar, yapılan işlemler hafızaya alınır, EZcom C51 programı üzerinden de  son 255 olayı görebilirsiniz ve rapor kodları merkezi gözlem istasyonuna gönderilir
Kurucu Kodu („0269” fabrika ayarı)

Sadece system kurucusu bu kodu kullanabilr. Bu kod, system programlamaya tam erişim sağlar, fakat kullanıcı kodlarına erişilemez. Fabrika çıkış değeri ‘0269’ dur.

Panel parametreleri bu kodla programlanır,  [*][8][Kurucu Kodu] komutuyla,  sistem devre dışındayken  programlamaya girilir.
Kurucu sistemi kurduktan sonra kurucu kodunu değiştirmelidir!

Sıstemi Devreye Alma
[Kullanıcı Kodu]

[x][x][x][x]tc "[Access Code] "
Sistem devrede değilken ,geçerli kodun girilmelidir her tuşa basıldığında tuş takımı kısa bir ses kısa bir bep sesi çıkarır.

Geçerli kodun girilmesiyle ,tuş takımının bütün led leri kısa bir süreliğine yanar  ve tuş takımı 6 bep sesi çıkarır.

Eğer geçerli kod girilmediyse,tuş takımı uzun bep(hatalı) sesi çıkarır.[#] tuşuna basarak kullanıcı kodunu tekrar giriniz.

Eğer  çıkış gecikmesinde bep sesi aktif edilmişse.çıkış süresi başladığında uyarı sesi çıkarır.

Geçerli kod girildikten sonra, çıkış süresi başlar.Kırmızı ARMED led i yanar , bu sürede kullanıcı korunan ortamdan uzaklaşmalıdır.
Eğer sistemde baypas edilmiş zone varsa ,turuncu BYPASS ledi, sistem devreden çıkarılana kadar  yanar.
Sarı SYSTEM LED i çıkış süresinde eğer sistemde sorun varsa ,flaş yapar(düşük akü,elektrik kesilmesi,siren bağlantısının kesilmesi, sistem saat ve tarihinin programlanmaması ,telefon hattı arızası).
Fabrika çıkış ayarlarında çıkış süresi 60 sn dir (Bölüm  [10] program menusune bakınız).

Çıkış süresi dolduğu zaman  bütün durum led leri  ARMED  ledi, ve BYPASS LED i dışında söner 
Açıklama: Sistemi devreye alırken aşağıdakilere dikkat edilmelidir.:

1. Eğer  READY LED i sönükse, devrede açık bırakılmış zone vardır( kapı, pencere kapatılmalı, PIR detektör ile korunan alan terk edilmelidir) yada  kullanılmayan zonlar kapatılmalıdır
2. Eğer “SYSTEM” LED i flaş yapıyor ise, aşağıdakileri control ediniz:

· Eğer ([*][5] komutu ile). sistem hafızasında kaydedilmiş alarm varsa, sistem devreye alınırken silinecektir 
· Sistem hataları ([*][4] komutu ile):

· Eğer sistemde hata varsa ; düşük akü, siren yok, sigorta atmış, sistem tarih ve saati girilmemiş veya  telefon hattı arızası varsa devreye alınmadan önce hatalar giderilmelidir;

· Eğer merkezi gözlem istasyonu raporlaması başarısızsa , hata hafızası ,merkezi gözlem istasyonuna haberleşme hatası giderildiğinde silinir.

3.  Eğer BYPASS LED i yanıyor ise : sistemde baypas edilmiş zone olup olmadığını çek edin.([*][3][kullanıcı kodu] veya [BYPASS][kullanıcı kodu] 
Dıger Devreye Alma Modlarıtc "Other Arming Modes"
„Instant Stay Arming”tc "“INSTANT STAY” Arming"
[*][1][Kullanıcı Kodu] veya [INSTANT][STAY][Kullanıcı Kodu],

[INSTANT] ve [STAY] tuşları, tuştakımında “INSTANT” ve “STAY” olarak etiketlidir.tc "[ * ] [ 1 ] [Access Code] "
Bu devreye alma şekli çevre koruması için kullanışlıdır.Kullanıcılar korunan alanın içerisinde kalabilir. Dışarıdan herhangi biri  korunan alana girmemelidir.(örn: Gece evde iken ve misafir beklemediğiniz durumda ,bu devreye alma çeşidini kullanabilirsiniz.)

Bu devreye alma modunda (geçerli kod girilmesi esnasında), bütün LED ler kısa bir süreliğine yanar, ve tuş takımı 6 bep sesi ile devreye almayı onaylar.
Eğer, çıkış süresinde ,tuş takımı uyarı sesi  versin programlandıysa, uyarı verecektir.

Çıkış süresinde kırmızı ARMED LED i flaş yapar.
Sarı SYSTEM LED i de , çıkış süresinde ,sistemde hata varsa flaş yapar.( düşük akü, siren yok, sigorta atmış, sistem tarih ve saati girilmemiş veya  telefon hattı arızası)

Çıkış süresi dolduğunda, sistem otomatik olarak içerideki zonları paypas edecektir.(“STAY” özelliği aktif edilmiş)  
Çevre zonları gecikmeli olarak seçilmişse bile  korunan alana girildiğinde  ani zona dönecektir.

Çıkış gecikmesi sonunda , READY LED  sönecektir. Kırmızı ARMED LED i flaş yapmaya devam edecektir.

Not: Sistem devrede iken korunan bölgeye  giriş  / çıkış zonlarından geçiş yapamassınız, kullanıcı sadece korunan bölgenin içinde sistemi devreden çıkarabilir.
“Stay Arming”tc "“STAY” Arming"
[*][2][Kullanıcı kodu] veya [STAY][Kullanıcı Kodu],

Tuştakımında [STAY],  “STAY” olarak etiketlenmiştir.tc "[ * ] [ 2 ] [Access Code] "
Bu devreye alma çeşidi çevre koruma içinde uygundur.  Kullanıcı devreyi kurduktan sonra, ,korunan alanın içerisinde giriş ve çıkış geçikmesi bittikten sonra kalabilir.
Bu devreye alma modundayken (geçerli kod girildikten sonra), bütün LED ler kısa süreliğine yanacaktır, ve tuş takımı  6 onay  sesi çıkaracaktır.
Eğer “çıkış süresinde tuş takımı sesli uyarısı” aktif edilmişse, tuş takımı buzzeri uyarı sesi çıkaracaktır.
Çıkış zamanı esnasında kırmızı ARMED LED  i yavaş flaş yapacaktır.
Eğer ,evde özelliği aktif edilmiş zon varsa (veya baypas zonları varsa) turuncu BYPASS LED system devreden çıkarılıncaya kadar yanacaktır.
Eğer sistemde hata varsa, çıkış zamanı esnasında sarı  SYSTEM LED I flaş yapacaktır.( düşük akü,elektrik kesilmesi,siren bağlantısının kesilmesi, sistem saat ve tarihinin programlanmaması ,telefon hattı arızası).
Çıkış zamanının bitiminde, system otomatik olarak içerideki zonları baypas eder (eğer evde özelliği aktif edilmişse) ve gecikmeli olarak ayarlanmış, çevre koruma zonları normal olarak çalışmaya devam eder.
Çıkış zamanı sonunda,  READY LED  i sönecektir ve kırmızı ARMED LED yavaş flaş yapmaya devam edecektir, ve system  ”stay armed” olarak kurulduğu tuştakımında görülecektir.(gecikemeli olarak ayarlanmış çevresel zonlar normal olarak çalışmaya devam edecektir).
Herhangi bir kullanıcı korunan alanın içerisine giriş / çıkış girebilir, ve giriş zamanında kullanıcı kendi kodunu girerek sistemi devreden çıkarabilir.
Hızlı Devreye Alma Modları (Kullanıcı Kodu Olmadan Devreye Alma)tc "Quick Arming Modes"
Hızlı devreye alma fonksiyonu sistemi, kullanıcı tarafından hızlı bir şekilde devreye almaya izin verir. Ayrıca bu devreye alma modunu, kullanıcı kendi kodu yanında değilken veya bulamadığında bu devreya alma çeşidini kullanabilir. 

Not: Hızlı devreye alma özelliği sadece hızlı devreye alma opsiyonu aktif edildiğinde kullanılabilir (Program menüsüne bakınız, bölüm [07] – set OPTIONSB, zon 1, 2, 3 LED leri).
„Quick Away Arming” tc "Arming without code "
[*][0][0] veya [INSTANT][CODE],

[INSTANT] ve [CODE] kodları tuştakımında “INSTANT” ve “CODE” olarak etiketlenmiştir. tc "[ * ] [ 0 ] [ 0 ]"
„Quick Away Arming” (“away arming” kod girilmeden)  [*][0][0] veya [INSTANT][CODE] sekansı girildiğinde aktif olur. Bundan sonra, kullanıcı, çıkış gecikmesi süresinde korunan alanı terketmelidir. Çıkış süresi bittiğinde, system devreye alınmıştır. ve ARMED LED i yanacaktır.

Bu devreye alma çeşidi “away arming”ile benzerdir.

Not: „Quick Away Arming” devreye alma özelliği yanlız bu özellik aktif edildiğinde kullanılabilir. (programlama menüsüne bakınız, bölüm [07] – set OPTIONSB, zone 1 LED).
„Quick Instant Stay Arming”tc "“QUICK INSTANT STAY” Arming"
[*][0][1] tc "[ * ] [ 0 ] [ 1 ] "
Bu devreye alma çeşidi “Instant Stay Arming” e benzerdir
Note: „Quick Instant Stay Arming” çeşidi sadece bu özellik aktif edildiğinde kullanılabilir.(programlama menüsüne bakınız, bölüm [07] – set OPTIONSB, zone 2 LED).
„Quick Stay Arming”tc "“QUICK STAY” Arming"
[*][0][2] tc "[ * ] [ 0 ] [ 2 ] "
Bu devreye alma çeşidi “Stay Arming”e benzerdir
Note: „Quick Stay Arming” çeşidi sadece bu özellik aktif edildiğinde kullanılabilir. (program menüsüne bakınız, bölüm [07] – set OPTIONSB, zone 3 LED).

Sıstemı Devreden Çıkarma / Siren Susturmatc "Disarming"
[Kullanıcı Kodu]

[x][x][x][x]tc "[Access Code] "

tc "[Access Code] "

tc "[Access Code] "
Sistem kurulu iken, kullanıcı  giriş / ve çıkış zonundan girditen sonra geçerli 4 dijit kullanıcı kodunu girerek sistemi devre dışı bırakabilir.
Giriş veya çıkış zonundan giriş yapıldığında geçikme süresi başlayacak tuştakımı devam eden bep sesi çıkarmaya başlayacaktır.sistem bu sure zarfında devreden çıkarılmalıdır. .

Sistemi devreden çıkarmak için  kullanıcı 4 dijit ve 1 den 15 e kadar olabilen kodunu, giriş süresi dolmadan sonlandırmalıdır.
Geçerli 4 dijit kod girildikten sonra, devamlı bep sesi susacak ve  tuş takımı buzzer her tuşa basıldığında kısa bir bip sesi çıkaracaktır.
Geçerli kullanıcı kodun son dijiti girlidikten sonra,  ARMED LED i sönecektir ve tuştakımı buzzer ı 3 kez istemin devreden çıktığını onaylayan bep sesi çıaracaktır.
Eğer yanış kod girildiyse,  [#]tuşuna basınınız ve kullanıcı kodunu tekrar giriniz.
Eğer system gıriş süresi esnasında sistemi devre dışı bırakamassa siren çalmaya başlar entry time the panel will go into alarm (giriş zamanını ayarlamak için, bakınız bölüm [10]).

Eğer sistem devreye alma sırasında bir alarm meydana gelirse, daha sonra, sistemi devreden çıkardığınızda,  SYSTEM LED  i sistemi devreye alana kadar flaş yapmaya başlayacaktır.
Alar hafızasını  [*][5] komutu ile görebilirsiniz.

Eğer sistem devrede iken hiç alarm meydana gelmez ise, ve SYSTEM LED  sistemi devreden çıardıktan sonra hala flaş yapmaya devam ediyorsa ,system sorunlarını görmek için [*][4] komutunu kullanınız.

Sistem devre dışı iken, alarmları durdurmak için, 4 dijit ,1 den15 e kadar olan kullanıcı kodlarından herhangi birini giriniz.
Diger Operasyon Komutları
tc "Operating Commands"Zon Baypaslamatc "Zone bypassing"
[*][3][Kullanıcı Kodu] veya [BYPASS][User Code],

[BYPASS] tuştakımında “BYPASS” ile etiketlenmiştir.

Zon baypaslama sistemde hatalı detector olduğunda  veya system hatası, hatalı bağlantıdan dolayı giderilemiyor.tc "[ * ] [ 3 ] [Access code]"
Zon baypaslama sadece sistem devrede değilken yapılabilir ve bu özelliğin sistemde aktif edilimiş olması gerekir ( baypaslama özelliğine bakınız bölüm 01 - 05).
Panel, paypas zonunda ki detektörü görmeyecektir. Devreye alma, bir veya daha fazla baypas edilmiş sistemde , uygulanabilir
Baypas menüsüne girmek için aşağıdaki komut sekansı girilmelidir:
[*][3][User Code] or [BYPASS][User Code].

 [*] veya [BYPASS] tuşları ile başlayan komut girildiğinde, Bütün tuş takımı LED leri sönecektir. Kullanıcı kodu girildikten sonra, tuş takımı buzzer ı onay bep sesi çıkaracaktır, turuncu BYPASS LED I yanacaktır , SYSTEM LED  I flaş yapmaya başlayacaktır.

Zon LED ledleri daha once baypas edilip edilmeme durumuna göre yanacak veya sönecektir, 
Baypas/ Baypası kaldırmak için, bağlı olduğu dijite basınız, bağlı olduğu LED yanacak yada sönecektir.
Zon baypaslama menüsünden çıkmak için [#] tuşuna basınız.
Notes:

1. Baypas edilmiş zonların durumları sadece o devreye alma sürecince aktif olacaktır; sistemi devreden çıkardığınızda, baypas edilmiş zonların durumları silinecektir.

2. En az bir zon paypas edildiğinde,  BYPASS LED I sistemi devreden çıkarıncaya kadar veya bütün baypas zonaları iptal edilinceye kadar yanacaktır.
Sıstem Hatalarını Görüntülemetc "System state display"
[*][4]tc "[ * ] [ 4 ]"
Sistem, birkaç içsel durumu görüntüleyebilir:
1. Akü hatası (Akü bağlantısı yok veya şarj etmiyor)
2. AC Elektrik kesintisi
Merkezi istasyonla,  haberleşme veya telefon testi hatası
3. Sistem tarih ve saatinin programlanmamış olması
4. Sisteme siren bağlantısının yapılmamış olması veye siren sigortasının yanmış olması
Not:

· Sistemde düşük akü, düşük akü sonlandırıldı, sistem enerjisi kesildi, enerji geldi, siren hatası(bağlantı hatası veya sigorta),siren hatası giderildi,power sigortası yandı, power sigortası ok, tuş takımı kilitleme hatası gibi hatalar var ise bu hataları devreye almadan once gideriniz;

· Merkezi istasyonla, son denemede haberleşme hatası varsa, system hatası düzeltildiğinde hata hafızası silinecektir.
Sistemde yukarıdaki hatalardan en az biri meydana gelmişse veya sistemi en son devreye aldıktak sonra alarm durumu meydana gelmişse, system LED I flaş yapar.

Eğer sisetmde daha önceden meydana gelmiş bir hata var ise, hata buzzer I  aktif olur ve 8 saniye  kesik kesik ötmeye başlar  ve system kullanıcısını,system hatası konusunda  sistemi haberdar eder ( [*][4] tuşları girilmesiyle system hataları görülür)  veya sistemi devreye Alana kadar. Kullanıcı  hemen hatanın farkında olur ([*][4] tuşlarına basıldığında), hata  buzzer sistemde hata yoksa veya hata giderildiğinde susar. (sistemde hata meydana geldiğinde hata buzzeri tekrar aktif olur).
Sistem hatalarını görmek için, system devrede değilken veya evde devrede ikenr [*][4] komutunu giriniz.

[*] tuşu ile bu komut başlatıldığında , bütün bütün tuştakımı LED leri söner. [4] tuşu girildiğinde , SYSTEM LED I flaş yapmaya başlar.

Eğer sistemde hata durumu varsa, zon ledleri (1-5 LED) hatanın ne olduğunu aşadaki durumlarda gösterecektir:

1. zon LED i - „Düşük batarya”:  Eğer, akü bağlantısı yapılmamış veya akü voltajı çok düşük ise bu LED yanar. Akü voltajı 16 saniyede çek edilir , eğer akü hatası giderildi ise bu  LED  söner.

2. zon LED i - AC enerji yok: Eğer AC enerji yok ise, trafo yandı veya trafonun yakınındaki sigorta yandı ise, bu LED yanacaktır. Elektrik hatası giderildiğinde bu LED sönecektir.

3. zon LED i- Başarısız Merkezi Gözlem Istasyonu haberleşmesi: Eğer kontrol paneli, merkezi gözlem istasyonuna olayları göndermede başarısız olursa (  son 8 denemeden sonra), bu

LED yanar . Bu mod dan çıktığınız zaman, bu LED söner.

4. zon LED i  - Tarih ve saat programlı değil: Bu  LED will panele enerji verildiğinde yanar ve sistem tarih ve saati girildikten sonra hemen bu LED söner .Tarih ve saatin girilmesi olay hafızasının kayıdının doğru bir şekilde yapılması için gereklidir.
5. zon LED I  - “Siren hatası” (siren bağlı değil veya sigortası yanmış): Eğer siren le panel bağlantısı kesilmişse veya  sigortası yanmış ise,bu LED yanar. Siren bağlantısı veya sigorta düzeltildiğinde bu LED söner.

6. zın LED I  - “AUX sigortasının yanması”: Eğer AUX sigortası yanarsa, bu LED yanar. Sigorta değiştirildiğinde söner.

Hata görüntüleme menüsünden çıkmak için, [#] tuşuna basınız.
Açıklamalar:
· AUX sigortası yandığında, kaydedilmiş olaylar, sadece tuştakımının 6 zon LED lerinde gösterilir ( sadece servis konnektöründen beslendiği zaman).
· Eğer SYSTEM LED I sadece alarm durumundan dolayı yandıysa,  [*][5] komutu ile alarm hafızası görülebilr 
Alarm Hafızası Görüntülemetc "Alarm memory display"
[*][5]tc "[ * ] [ 5 ]"
Sistemde oluşan tüm alarm durumları, sistem en son devreye alınmasından itibaren hafızaya alınıp sistem LED lerinde görüntülenebilir.

Alarm oluşan zonları  veya tuştakımı tarafından özel tetikleme sonucu oluşan veya telefon hattından verilen alarmı görmek için, [*][5] komutunu, sistem devrede değilken  giriniz.
 [*] tuşlandıktan hemen sonra, tuştakımı bütün LED leri söner. [5] tuşu girildikten sonra, SYSTEM LED ve  tetiklenen zon LED flaş yapmaya başlar.
Tuştakımı tarafından tetiklenen özel alarmları görmek için, [*] tuşuna basınız.
Yeşil LED READY flaş yapar, indicating the second set of alarms on the LEDs 1, 2 and 3.

Within the 2-nd mode of alarm visualization

· LED 1  tuştakımı tara (panik, yangın, acil hastalık)

· LED 2  on kez yanlış kullanıcı kodu girildiğinde sistem tarafından tuştakımı kilitlenir
· LED 3  telefon hatası olduğunda sistem tarafından üretilen alarmdır.
Zonlarda tetiklenen alarmlara dönmek için, tekrar [*] tuşuna basınız.
Alarm görüntüleme menüsünden çıkmak için,  [#] tuşuna basınız.

Açıklama: Sistem devreye alındığında, alarm hafızası silinir.
Gelecek Hata Bep i veya Zil Özelliği Aktivasyonu / Deaktivasyonutc "Door Chime On/Off"
[*][6]tc "[ * ] [ 6 ]"
Gelecek hata bep i ve zil özelliği aktivasyonu a / deaktivasyonu, sistem sadece devre dışındayken , [*][6] komutunun girilmesiyle kullanılır.tc "[ * ] [ 6 ]"
Eğer bu özellik aktif edildiyse, tuştakımı buzzerı 3 defa bep sesi çıkarır, eğer bu özellik kapatıldıysa, tuştakımı buzzer ı  will uzun bir bep sesi çıkarır.

 “zil özelliği” aktif edilmişse, sistem devre dışındayken zil özelliği açıksa,bu tuştakımının 6 kez uyarı bep sesi çıkarır(zil uyarı bep i).

Bu özellik, giriş / çıkış kapıları kullanıcıların görüş alanı dışında ise ve kullanıcı kapının ne zaman açılıp açılmadığını bilmek istediği durumlarda  kullanışlıdır.
Not: Bir zon için   “zil”,  özelliğini kullanmak için ,zil özelliği aktif edilmelidir - bölüm [01] to [05] e bakınız.
Gelecek hata bep sesi aktif edilmiş ise, yeni bir hata durumu meydan gelir gelmez, hata uyarı buzzeri tekrar aktif olur ve 8 saniye bep sesi çıkarır böyece,  kullanıcı gelecek devreye almaya kadar hataları onaylar.

TC "ONLINE Download" 5. Ana Kullanıcı Programlama Menüleri
Sistem devre dışındayken, Ana program menüsüne girmek için,sadece ana kullanıcının kodunu girilerek, [*][7][Ana Kod] veya [CODE][Ana Kod] komutu kullanılır.
 [CODE] tuştakımında “CODE” tuşudurTC "[ * ] [ 7 ] [Master Code]"
[*] veya [CODE] tuşu girildi ise, bütün tuştakımı LED leri söner. “Ana kod”, girildikten sonra tuştakımı buzzer ı 3 kez öter, sistem ana kullanıcı program menüsünde olduğu onaylanır.
	Sistem  „Ana kullanıcı menüsündeyken”, tuştakımı  LED leri’ durumları aşağıda gösterildiği gibidir:TC "LED


State of LED"

	ARMED LED
	Yanar

	SYSTEM LED
	Flaş yapar

	READY LED
	Sönük

	zone LEDs
	Sönük


Not: „Ana kullanıcı programlama menüsüsü” den, [#] tuşuna basılarak çıkılabilir. „Ana kullanıcı programlama menüsinden çıkıldığında”,sistem, tekrar devre dışı moduna geri döner ve tuştakımı  LED leri system ve zon  statülerini gösterir.
Birkaç „Ana kullanıcı alt menü” vardır. “ana kullanıcı” aşağıdaki operasyonları gerçeklerştirebilir:

1. 01 den 15 e kadar olan kullanıcı kodlarını, seçili Programlama / Silme  („ana kullanıcı alt menüsü”  [01] den [15] e kadar);

2. Aynı anda bütün kullanıcı kodlarının silinmesi,  „ana kod” hariç („ana kullanıcı alt menüsü ” [49]);

3. Seçili telefon numaralarının  Programlanması / Silinmesi („ana kullanıcı alt menüsü”  [51] den [54] kadar);

4. Aynı anda bütün telefon numaralarının silinmesi („ana kullanıcı alt menüsü” [50]);

5. Sistem tarih ve saatinin programlanması („ana kullanıcı alt menüsü” [60]).

Sistem  „ana kullanıcı alt menüsünde ise”,  01 den 15 kadar olan kullancı kodlarını, telefon numaraları veya the sistem tarih ve saat ayarı, [01] den [15] e , [49], [50], [51] den [54]  e veya [60] „ana kullanıcı alt menü”. herbir „ana kullanıcı alt menüsü”ne girmek için, ana kullanıcı  2 digit olan bağlı alt menü kodunu girmelidir (orn. Alt menü no. 9 ise  [0] ve [9] girilmelidir).

2 dijitlik alt menü numarası girildikten sonra, tuştakımı 3 kez bep onay sesi çıkaracaktır.
	Sistem alt menü programına girildiği zaman  tuştakımı durum LED leri aşağıdaki şekilde olur:TC "LED State of LED"

	
	Açıklamalar:

	ARMED LED
	Yanar
	

	SYSTEM LED
	Flaş yapar
	

	READY LED
	Yanar
	

	zon 1, 2 ve 3 LED leri
	Flaş yapar
	Anlamı seçili kullanıcı kodu, geçen programlama esnasında, takipçi telefon numarası veya sistem tarih ve saati programlanmış (Kontrol paneli, ilk dijit grubu bekler).

	yanlız zon 1 LED i
	Flaş yapar
	Anlamı seçili kullanıcı kodu, geçen programlama esnasında, takipçi telefon numarası veya sistem tarih ve saati programlanmamış (Kontrol paneli, ilk dijit grubu bekler).


01 – 15 Kullanıcı Kodları Progralama / TC "Program/Modify User codes (1..15)" Seçili Silme ( „ana kod” dışında) 

[*][7][Ana Kod] veya [CODE][Ana Kod],

[CODE] tuştakımında “CODE” tuşudurTC "[ * ] [ 7 ] [Master Code]"
[*][7][Ana Kod] veya [CODE][Ana Kod], komutu, allow to the „ana kullanıcı” ya bütün kullanıcı kodlarında değişiklik yapmasına izin verir.
Sistem „ana kullanıcı programlama menüsünde ise  ”,  01 - 15 kullanıcı kodlarını,seçilmiş alt menüye bağlı olarak  programlama / silme yapabilir. Programlama / silme, 2 dijitlik kullanıcı kodu girildiğinde yapılabilir (örn. Sistem „ana kullanıcı programlama menüsündeyken”,  15. kullanıcı için  [1] ve [5] tuşlarına basınız).
Daha sonra aşağıdaki sekansı giriniz:
[x][x][x][x], 4 dijit  yeni kullanıcı kodu.

	Sistem,  seçili kullanıcı kodu, programlama / silme,   bölümündeyken, tuştakımı LED leri durumları aşağıdaki gibidir:TC "LED State of LED"

	Tuştakımı LED leri:
	LED Durumu:
	Açıklamalar:

	ARMED LED
	Yanar
	

	SYSTEM LED
	Flaş yapar
	

	READY LED
	Yanar
	

	Zon 1, 2 ve 3 LED leri
	Flaş yapar
	Anlamı, seçili kullanıcı kodu, geçen programlama sezonunda programlanmış. (Kontrol paneli yeni girilecek kullanıcı kodunun ilk dijitini bekler).

	Yanlız zon 1 LED i
	Flaş yapar
	Anlamı, seçili kullanıcı kodu programlanmamış (Kontrol paneli yeni girilecek kullanıcı kodunun ilk dijitini bekler).

	1 ve 2 zon LED ledleri
	Flaş yapar
	Anlamı, seçili kullanıcı kodu programlanıyor ve kontrol paneli  bir sonraki kod dijitini bekliyor.


1. „seçili kullanıcı kodu”, Programlama / Silme menüsünden  [#] tuşuna bısılarak çıkılabilir.  [#] tuşuna basıldıktan sonra tuştakımı buzzeri 6 kez onay sesi çıkarır ve  kontrol panel i „ana kullanıcı  programlama  menüsüne ” döner.
2.  „seçili kullanıcı kodunu”, programlamak için , 4 digit, [x][x][x][x] yeni kodu giriniz.

2.1. seçili kullanıcı kodunun ilk dijiti girildikten sonra,  1 ve 2 zon LED leri flaş yapmaya başlar. Anlamı, kontrol paneli diğer dijitlerin girilmesini bekliyor.
2.2. herhangi bir kod dijiti girildikten sonra,  „seçili kullanıcı kodu” , [#] tuşuyla programlama iptal edilebilir. Tuştakımı   6 onay bep sesi çıkaracak ve panel  „ana kullanıcı programlama menüsüne”. döner.
Not: [*]  tuşuna, seçili kullanıcı kodu girilirken basmayınız,tuş takımı uzun bir hata sesi çıkaracak ve bu tuş u kabul etmeyecektir.
3. „seçili kullanıcı kodu” nun son dijiti girildikten sonra tuştakımı buzzer ı 6 bep onay sesi çıkaracaktır ve kontrol paneli „ana kullanıcı program menüsüne ” e dönecektir. Eğer girilen kod; daha önce başka bir kullanıcıya atanmış  (veya kullanıcının eski kodu) veya kurucu kodu ise, tuştakımı uzun bir hata bep sesi çıkaracak ve kontrol paneli  „ana  kullanıcı programlama menüsüne dönecektir.”.
4. „seçili kullanıcı kodu” nun silinmesi („ana kod” hariç) [*] tuşuyla  (4 dijit yerine) kontrol paneli,   programlama / silme bölümüne girildiğinde, ona bağlı olan seçili kullanıcı kodu seçildiğinde. Tuştakımı  buzzer i  6 onay bep sesi ve kontrol paneli   „ana kullanıcı programlama menüsü” ne dönecektir.

Not: „ana kod” silinmesine izin verilmez. Eğer yanlışlıkla, birisi ana kodu silmeye kalkarsa ( ana kod numarasını seçerek- 01 ve [*] tuşlanrak), tuş takımı buzzeri uzun bir red bep sesi çıkarır ve panel tekrar ana kullanıcı programlama menüsüne döner.Panel ana kodu muhafaza eder.

01 – 15  kullanıcı,  yeni bir değer girileceği zaman yeniden seçilebilir. veya [#], tuşuna basılarak ana kullanıcı programlama  menüsünden çıkılabilir.

Bütün Kullanıcı Kodlarının Aynı Anda Silinmesi ( „ana kod dışında”) 


[*][7][Ana Kod][49] veya [CODE][Ana kod][49],

[CODE]  tuştakımında “CODE” tuşudur.
Sistem „ana kullanıcı kodu programlama menüsü”, de iken bütün kullanıcı kodunu silmek için  ( „ana kod dışında”), bağlı olan alt bölümü seçin [49],  [4] ve [9] u giriniz.

Tuştakımı buzzerı 6 bep onay sesi çıkaracaktır ve kontorl paneli tekrar ana kullanıcı program moduna dönecektir.
01 – 15  kullanıcı,  yeni bir değer girileceği zaman yeniden seçilebilir. veya [#], tuşuna basılarak ana kullanıcı programlama  menüsünden çıkılabilir.

1-4 Seçili Telefon Numaraları Programlama / TC "Program/Modify User codes (1..15)" Silme 
[*][7][Ana Kod][5X][Telefon numarası X][#] veya [CODE][Ana Kod][5X][Telefon numarası X][#],TC "[ * ] [ 7 ] [Master Code] [ 5 ] [ 1 ] [1st \"Follow me\" phone number] [ # ]"
[CODE] tuştakımında“CODE” tuşudur. ve „X” i 1 - 4 telefon numarası, ana kullanıcı tarafından programlanabilir.

[*][7][Ana Kod][5X][telefon numarası X][#] veya [CODE][ana kod][5X][telefon numarası X][#] komutuTC "Program/Modify User codes (1..15)", ana kullanıcının programlama / seçilen kullanıcı telefonunun silenmesine izin verir.
Not:

1. “Aranacak telefon numarası”   sınıflandırılması telefon aramaları için kullnılır,kontrol paneli alarm durumunda veya  „AC elektrik kesilmesi” durumlarında girilen telefonları arar.

2. Ana kullanıcı tarafından 4 adet telefon numaralarına kadar programlanabilir,kontrol paneli otomatik olarak,alarm durumunda ve elektrik kesilmesi durumunda  girilen telefon numaralarını arar.

Sistem „ana kullanıcı program menüsü”,ndeyken  1 – 4 telefon numaralarını programlama / silme için,  [51] den [54] e kadar olan bölümü seçiniz,  [51], [52], [53] ve [54] kodlarından herhangi birinin seçilmesiyle telefon numarası girilir( [51]  birinci kayıt numarası, [52] ikinci kayıt numarası gibi..).
	Sistem, telefon numaralarının kaydı modundayken, tuştakımı LED leri aşağıdaki şekilde olur:
TC "LED State of LED"

	
	
	Açıklamalar:

	ARMED LED
	Yanar
	

	SYSTEM LED
	Flaş yap.
	

	READY LED
	Yanar
	

	Zon 1, 2 ve 3 LED leri
	Flaş yap.
	Anlamı, seçilen telefon numarası daha önceki programlama sezonunda programlandı  (Kontrol paneli, ilk dijitin girilmesini bekliyor )


	 zon 1 LED
	Flaş yap.
	Anlamı, seçilen telefon numarası daha önce programlanmamış (Kontrol paneli, telfon numarasının ilk dijitinin girilmesini bekliyor)

	1 ve 2 zon LED leri
	Flaş yap.
	Anlamı, seçilen telefon numarası programlanıyor


1. Seçilen telefon numrasının program / silme işlemi , [#] tuşuyla iptal edilebilir. [#] tuşuna basıldıktan sonra, tuştakımı  6  bep onay sesi çıkaracaktır.Kontorl  panel i „ana kullanıcı program menüsü”.ne geri dönecektir.
2. Seçilen telefon numarasını programlamak için, en fazla 15 digit telefon numarası girilebilir.

2.1 Seçili telefon numrasının ilk dijitinin girilmesiyle,  1 ve 2 zon LED leri flaş yapmaya başlar. Bunun anlamı, kontrol paneli diğer dijitlerin girilmesini bekliyor.
2.2 HEX digitler telefon numrasına eklenebilir( HEX digits A…F , [*] ve  [0…5] tuşarına basılarak girilebilir).

3. Programlanacak telefon numarasının son dijiti girildiğinde ,  [#] tuşuna basarak, telefon numarası kaydı onaylanır. (kontrol paneli, ana kullanıcı program menüsüne , [#] tuşuna basıldıktan sonra geri döner).

4. Seçili telefon numarasını silmek için,kontrol paneli, telefon numarasının ilk dijitini beklerken, [*] tuşuna basınız. Tuştakımı buzzer i 6 onay bep sesi çıkaracak kontrol paneli „ana kullanıcı program menüsü”ne geri dönecektir.
1-4 telefon numaraları değitirilmek istendiğinde, [#] tuşuna basarak , ana kullanıcı menüsünden çıkabilirsiniz.
1. Telefon Numarasının Programlanması:

[*][7][Ana Kod][51][Telefon numarası 1][#] veya [CODE][Ana Kod][51][Telefon Numrası 1][#]

2. Telefon Numarasının Programlanması:

[*][7][Ana Kod][52][Telefon Numarası 2][#] veya [CODE][Ana Kod][52][Telefon Numarası 2][#]

3. Telefon Numarasının Programlanması:

[*][7][Ana Kod][53][Telefon Numarası 3][#] veya [CODE][Ana Kod][53][Telefon Numarası 3][#]

4. Telefon Numarasının Programlanması:

[*][7][Ana Kod][54][Telefon Numarası 4][#] veya [CODE][Ana Kod][54][Telefon Numarası 4][#]
Telefon Numaralarının Silinmesi
[*][7][Ana Kod][5X][*] veya [CODE][Ana Kod][5X][*],
[CODE] tuştakımında,  “CODE” tuşudur. ve „X” , 1 - 4  kadar silinecek telefon sırası .

Silinecek 1. Telefon Numarası:

[*][7][Ana Kod][51][*][#] veya [CODE][Ana Kod][51][*][#]

Silinecek 2. Telefon Numarası:

[*][7][Ana Kod][52][*][#] veya [CODE][Ana Kod][52][*][#]

Silinecek 3. Telefon Numarası:

[*][7][Ana Kod][53][*][#] veya [CODE][Ana Kod][53][*][#]

Silinecek 4. Telefon Numarası:

[*][7][Ana Kod][54][*][#] veya [CODE][Ana Kod][54][*][#],

[CODE], tuştakımında  “CODE”, tuşudur.
Aynı Anda Bütün Telefon Numaralarının Silinmesi
[*][7][Ana Kod][50] veya [CODE][Ana Kod][50],

[CODE], tuştakımında  “CODE” tuşudur.
Sistem „ana kullanıcı program menüsü” de iken bütün telefon numaralarını aynı anda silmek için, bağlantılı alt menüyü seçiniz [50].

Tuştakımı 6 onay bep sesi çıkaracaktır ve kontrol paneli ana kullanıcı programlama menüsüne dönecektir.
1-4 telefon numaralarını değiştirmek için, [#] tuşuna basarak ana kullanıcı program menüsünden çıkınız.
TC "Erasing a phone number"

TC "[ * ] [ 7 ] [Master Code] [ 5 ] [ 4 ] [ * ]"Sistem Tarıh ve Saatının Programlanması
[*][7][Ana Kod][60][D / D][Mo / Mo][Y / Y][H / H][Mi / Mi][S / S] veya
[CODE][Ana Kod][60][D / D][Mo / Mo][Y / Y][H / H][Mi / Mi][S / S],

[CODE], tuştakımında “CODE” tuşudur.
Sistem  „ana kullanıcı programlama menüsü”,ndeyken Tarih ve saat ayarı ,  [60]  alt menüsü seçilerek programlanır.
	Sistem „ana kullanıcı programlama menüsü”, ndeyken tuştakımı  LED durumları aşagıdaki gibi olur:
TC "LED State of LED"

	
	Açıklamalar:

	ARMED LED
	Yanar
	

	SYSTEM LED
	Flaş yap.
	

	READY LED
	Yanar
	

	zon 1, 2 ve 3 LED leri
	Flaş yap.
	Anlamı, sistemin, sistem tarih ve saat ayarı, önceki programlama sezonunda yapılmış 

	zon 1 LED
	Flaş yap.
	Anlamı,  Sistemin tarih ve saat ayarı programlı değil ve Kontrol paneli ilk 2 dijit grubunun girilmesini bekliyor (gün  [D / D])

	1 ve 2 zon LED leri
	Flaş yap
	Anlamı,  Sistem tarih ve saati programlanıyor ve Kontrol paneli bağlı olan dijit grubunun girilmesini bekliyor( ay [Mo / Mo], yıl [Y / Y], saat [H / H], dakika [Mi / Mi] veya saniye [S / S])


1. Sistemin tarih ve saat ayarı, [#] tuşuna basılarak iptal edilebilir.
2. Sistemin tarih ve saat ini programlamak için, the Ana kullanıcı aşağıdaki formata göre program yapmalıdır: [D / D][Mo / Mo][Y / Y][H / H][Mi / Mi][S / S]. Her grup, gün [D / D], ay [Mo / Mo], yıl [Y / Y], saat [H / H], dakika [Mi / Mi] ve saniye [S / S].
2.1 İlk  2-digit grub girildiğinde (gün [D / D]) , tuştakımı 3 onay bep sesi çıkaracaktır ve kontrol paneli daha sonraki dijit grubunun girilmesini bekleyecektir. (ay [Mo / Mo]).
2.2 İkinci 2-digit grub girildiğinde (ay [Mo / Mo]) , tuştakımı 3 onay bep sesi çıkaracaktır ve kontrol paneli daha sonraki dijit grubunun girilmesini bekleyecektir.(yıl [Y / Y]).
2.3 Üçüncü 2-digit grub girildiğinde(yıl [Y / Y] ),  tuştakımı 3 onay bep sesi çıkaracaktır ve daha sonraki dijit grubunun girilmesini bekleyecektir.(saat [H / H].)
2.4 dördüncü 2-digit grub girildiğinde ( saat [H / H] ), tuştakımı 3 onay bep sesi çıkaracaktır ve sonraki dijit grubunun girilmesini bekleyecektir. (dakika [Mi / Mi]).
2.5 Beşinci  2-digit grub girildiğinde (dakika [Mi / Mi]) , tuştakımı 3 onay bep sesi çıaracaktır ve sonraki dijit grubunun girilmesini bekleyecektir.(saniye [S / S]).
2.6 Altıncı (son dijit grubu) 2-digit grub girildiğinde(saniye [S / S]) tuştakımı 6 onay bep sesi çıkaracaktır ve Kontrol paneli ana kullanıcı program menüsüne geri dönecektir.
2.7 Herhangi bir dijit girildikten sonra, sistem tarih ve saat ayarı , [#]tuşuna basılarak iptal edilebilir, tuştakımı  6  onay bep sesi çıkaracaktır ve  Kontrol paneli „ana kullanıcı program menüsü”, eski değerlerini koruyarak girecektir.
PGM Çıkışları Içın Aktivasyon / Deaktivasyon komutları  
[*][9]
Bu komut girildiğinde, herhangi bir PGM1 veya PGM2 çıkışları  mono-stable olarak, programlama menüsü bölüm[15]  e göre programlandığında, aktif olur ( GND ye bağlandığında). Eğer PGM  çıkışı aktifken yeni [*][9] komut girilirse , çıkış deaktif olur.

Benzer olarak bu komut girildiğinde, herhangi PGM1 veya PGM2  bi-stable olarak programlandı ise, PGM çıkışları aktifken deaktif olur deaktifken aktif olur. tc "ONLINE Download"
Online Download tc "ONLINE Download"
[*][8][Ana Kod][30][#]

Bu komut  “ana kullanıcıya”  upload/download  imkanı verir.
Bu komutu sadece sistem devre dışındayken uygulayabilirsiniz .

Not:

1. Bu komut, kurucu programlama  bölümü [30] benzerdir.
2. PC programlamada birkaç operasyon vardır. (upload/download), kullanıcı ,PC ile modem arasında bağlantı olduğunda hırsız ihbar alarm paneline bağlanılır.
Aşağıdaki işlemler aşağıdaki şekilde işletilir:

· Kontrol panel parametreleri  “EZcom C51 programı” ine upload edilebilir;

· Kontrol panel parametrelerini   “EZcom C51 programı” inden kontrol paneline download edebilirsiniz;
· olay hafızasını kontrol panelinden “EZcom C51 programı” na(dosyada) aktarabilirsiniz;
· Sistem tarih ve saatini “EZcom C51 program” ı ile değitirebilirsiniz;
· Devreye alma / Devreden çıkarma  “EZcom C51 programı” ile yapılabilir.
· Zon baypaslama “EZcom C51 progrmaı ” ile yapılabilir;
· Mono-stable / bi-stable PGM çıkışları’ aktivasyonu / deaktivasyonu  “EZcom” programı ile yapılabilir.

Açıklama: CERBER C51 kontrol paneli PC ile 2 haberleşme yöntemini destekler:
1) Kontrol paneli gelen upload/download aramalarına otomatik olarak cevap verir  (bu opsiyon programlanabilir).

2) Kontrol paneli gelen upload/download aramalarına otomatik olarak cevap vermez  . Bunun anlamı özel bir erişim kodu ile erişilebilir veya aralarında o an haberleşme vardır. (“ana kullanıcı”   kontrol paneli upload/download aramalarını elle kontrol edebilir).  [*][8][Ana kod][30][#] komutu girildiğinde, kontrol paneli PC modemi ile bağlantı kurmaya çalışacaktır,  ( bu komut girildiğinde ,PC modemi kontrol panelini arıyor olmalıdır). Bu komut kullanılarak, Kontrol paneli PC aramasına otomatik cevap verecektir.
Note: “online download” fonksiyonu,  „PC aramalarına cevap verme” opsiyonu programlamada kapatıldığıda fakat PC tarafından programlama istediğinde kullanışlıdır.
Sesli Arama Haberleşmesi İptali   Upload/download İşlemitc "\"Follow me\" Cancel"
[*][8][Ana Kod][31][#]tc "[ * ] [ 8 ] [Master Code] [ 3 ] [ 7 ]"
Bu komut, ana kullanıcıya, sesli arama yı durdurmak ve upload/download işemlerini bitirmek için izin verir  (Merkezi gözlem istasyonu ile haberleşme kesilmez).

Bu komut sadece sistem devre dışındayken işletilebilir.
Notes:

1. This command is the same as the one described in programming section [31], with the difference that stopping the digital communication with “central station” is allowed to the installer but not to the user master.
2. When system is armed and any alarm occurs, entering a valid user code (even the “master code”) will only disarm the system and stop the siren, without cancellation of the sound dialing. In order to stop the sound dialing and reporting upon any triggered alarm, the users must first disarm the system (or stop the siren) by a valid user code, then enter the sequence: [*][8][Master Code][31][#].

Keypad Special Alarmstc "Keypad Alarms"
Depending on the installer programming, CERBER C51 control panel will send reporting codes to the “central station” (and / or synthesis sounds by phone line), according to the occurrence of one of the next events: “panic”, “fire”, and “medical emergency”.
These events will be triggered by violating of the corresponding 24h zone types, or by simultaneously pressing a combination of keys from keypad:

[1]+[3]


Medical Emergency alarmtc "[ * ] with [ # ] or [ 4 ] with [ 6 ]
Panic alarm "
[7]+[9]


Fire alarmtc "[ 1 ] with [ 3 ]


Emergency alarm"
[4]+[6]


Auxiliary Panic alarm

[*]+[#]


Panic alarm

Notes:
1. Once any alarm was triggered from keypad, press [#] key followed by any 4-digits user code from 01 to 15 in order to stop any alarm status.

2. Usually, the keypad panic alarm ([*]+[#]) should be used in emergency situations, when the user is threatened and the possible offender must not be made aware of the sending of the respective message. In this case, the keypad panic alarm should be programmed as silent type (see section [07] – set OPTIONSB, zone 5 LED).

tc "[ 7 ] with [ 9 ]


Fire alarm"6. SYSTEM PARAMETERS’ PROGRAMMING tc "PROGRAMMING"
In order to enter the programming menu of system parameters („main programming menu”), the installer should use the command [*][8][Installer’s programming code], while the system is disarmed.
Notes:

1. The default value of the installer’s programming code is „0269” and it should be changed before or after the system parameters were programmed.

2. All programming sections are dedicated to the installer and only some of them are accessible to the master user, too.

System programming parameters are explained bellow.

To enter the programming menu of system parameters („main programming menu”), follow the next steps:

1. Enter the command: [*][8][Installer’s programming code];

Once this procedure was initialized by entering [*]key, all the keypad LEDs will turn OFF. After entering the installer’s programming code, the keypad buzzer will sound 3 beeps, confirming the system is within „main programming menu”.

	While the system is within „main programming menu”, the keypad LEDs’ status will be as follows:TC "LED


State of LED"

	ARMED LED
	ON

	SYSTEM LED
	Blinking

	READY LED
	OFF

	zone LEDs
	OFF


Note: The „main programming menu” can be exited by [#] key pressing. When exiting the „main programming menu”, the system will go back within disarmed status and the keypad LEDs will display the system and zone status.
2. In order to program the system parameters, you should select one of the sections from [01] to [31].

While the system is within „main programming menu”, in order to enter each section, you should enter 2-digit order number of the respective section, by entering the 2 digits corresponding to the section number (i.e. for section no. 7 enter [0] and [7] keys).

After entering the 2 digits corresponding to the section number, the keypad buzzer will beep for 3 times, confirming the system is within respective section.

	Once the system just entered within any programming section, the keypad LEDs’ status will be as follows:TC "LED


State of LED"

	ARMED LED
	ON

	SYSTEM LED
	Blinking

	READY LED
	ON

	1 to 5 zone LEDs
	ON, OFF or Blinking, according to the selected section


2.1 Each programming section has got one or several programming submenus.

Once any programming section was selected, the system finds itself within 1-st submenu of the programming section (which may be a single one) and within submenus the system is waiting for some specific data to be entered from the keypad. After a complete data set, specific to each submenu, was entered, the keypad buzzer will sound 3 confirmation beeps and the system will pass to the next submenu of the programming section. After a complete data set, specific to the last submenu was entered, the keypad buzzer will sound 6 confirmation beeps and the system will go back within „main programming menu”.

Within some submenus or programming sections, the specific data are as option or attribute types; the status of these options (or attributes) is display-able on 1 to 5 zone LEDs. In order to turn these options (or attributes) activate / deactivate, you should press [1] to [5] keys and the corresponding zone LEDs will turn ON / OFF. If the corresponding zone LED is ON means the respective option (or attribute) is activated and, if the corresponding zone LED is OFF means the respective option (or attribute) is deactivated. Finally, to confirm the option or attribute data and pass to the next submenu (or go back within „main programming menu”), the installer must press [#] key.
Remark: Certain sections may require entries of HEX digits. To enter these HEX-values, press [*] key followed by a number from 0 to 5, according to the table below:

	HEX digit
	Decimal value
	Keys to be pressed

	A
	10
	[*][0]

	B
	11
	[*][1]

	C
	12
	[*][2]

	D
	13
	[*][3]

	E
	14
	[*][4]

	F
	15
	[*][5]


Note: after pressing [*] key, the READY LED will be blinking and after digit was pressed, the LED will stay ON.

2.2 While the system is within any submenu of each programming section, modifying of that parameters can be canceled by [#] key pressing; the system will pass to the next submenu.

3. While the system is within „main programming menu”, in order to program / modify another set of parameters within another programming section, you should start the procedure from step no. 2.

4. Finally, in order to exit the „main programming menu”, you should press [#] key.

Note: The control panel is programmed to leave any programming menu automatically 2 minutes after the last key pressing. Thus, 2 minutes after the keypad was last worked with, the system will exit that submenu automatically, passing within next submenu or on the next programming level, as when [#] key is pressed. Each time when the system passes automatically from one submenu to the next, the keypad buzzer will sound 3 confirmation beeps. In case that submenu is the last one within any programming section, the keypad buzzer will sound 6 confirmation beeps and the system will go back within „main programming menu”. In case the system stays within „main programming menu” more than 2 minutes since the keypad was last worked with, then the system will go back within disarmed status.

Programming Sectionstc "Programming Sections"
Sections [01] … [05] (1 to 5 zones’ defining)

Zone characteristic programming is performed within [01] to [05] sections.

While the system is within „main programming menu”, select the respective section from [01] to [05] for each zone from 1 to 5 and then enter the following sequence:

[__][__][ATTRIBUTES1][#][ATTRIBUTES2][#],

Where [__][__] is a 2-digit group for the type of the selected zone and ATTRIBUTES1 and ATTRIBUTES2 are 1 and 2 attribute sets for the selected zone.

While the system is within „main programming menu”, you should follow the next steps to program the characteristics of each zone from 1 to 5:

1. Select one of the sections from [01] to [05]. Next, the keypad buzzer will sound 3 confirmation beeps and the panel is waiting for another 2-digit group to be entered, which stands to the type of the selected zone.

	Once the system just entered any [01] to [05] programming sections, the keypad LEDs’ status will be as follows:TC "LED


State of LED"

	ARMED LED
	ON

	SYSTEM LED
	Blinking

	READY LED
	ON

	Zone LEDs
	OFF


1.1 Set the type of the selected zone by entering a 2-digit group, according to the table bellow:
	ZONE TYPES: 
	REMARKS:

	[00] zone not used tc "[ 0 ] [ 0 ] Not used zone"
	

	[01] Delayed (entry / exit) zone tc "[ 0 ] [ 1 ] Delayed Zone (Entry/Exit)"
	A delayed zone is usually used for entry / exit doors. The exit time starts when the system is armed. The zone may be violated during exit time without causing an alarm. After the exit time expired, opening the zone will start the entry time. During entry time, the keypad buzzer will sound continuously, reminding the system needs to be disarmed. If the system is disarmed before the entry time expired, no alarm will be generated. Entry and exit times may be independently programmed from 1 to 255 seconds within section [10]. The default settings are 60 seconds for the exit time, and 30 seconds for the entry time.

	[02] Follower zone tc "[ 0 ] [ 2 ] Follower Zone"
	The follower zones are generally used for the interior motion detectors and “follow” the system’s programmed exit time. If you enter the protected area through a delayed zone, the follower zone will also follow the entry time. If you enter the protected area through a follower zone without previously activating a delayed zone, an alarm will be generated instantly.

	[03] Instant zone tc "[ 0 ] [ 3 ] Instant Zone"
	Instant zones are usually used for detectors not situated within the entry / exit area. Instant zones are not active during exit time but they will generate the alarm as soon as they are violated after the exit time has expired. 

	[04] 24-hour zone tc "[ 0 ] [ 4 ] 24-hour Burglary Zone"
	The 24-hour zones are permanently active irrespective the system is armed or disarmed. This zone type is useful for the connection of glass-break detectors.

	[05] 24-hour tamper zone 
	The sabotage (tamper) zones are permanently active irrespective the system is armed or disarmed. This zone type is useful for the connection of tamper contacts in the system to prevent any sabotage attempt after the system installation and commissioning. tc "[ 1 ] [ 0 ] 24-hour Tamper Zone"

	[06] 24-hour Panic zone 
	The panic zones are permanently active irrespective the system is armed or disarmed. This zone type is useful for the connection of panic buttons / kick bars for a specific event to occur in emergency situations that could be also transmitted to a “central station”. tc "[ 1 ] [ 1 ] 24-hour Panic Zone"

	[07] 24-hour Fire zone tc "[ 1 ] [ 2 ] 24-hour Fire Zone"
	The Fire zones are permanently active irrespective the system is armed or disarmed. This zone type is useful for the connection of smoke and heat detectors. The acoustic warning for this zone type is pulsing, irrespective of the respective parameter programming, and is the first in order of priority over the other alarm types.

	[08] 24-hour Medical Emergency zone
	The medical emergency zones are permanently active irrespective the system is armed or disarmed. This zone type is useful for the connection of panic buttons / kick bars for a specific event to occur in emergency situations that could be also transmitted to a “central station”.tc "[ 1 ] [ 3 ] 24-hour Medical emergency"

	[09] Key switch zone tc "[ 1 ] [ 4 ] Keyswitch Zone"
	Each time this zone type is enabled, the system will be armed or disarmed based on its previous armed / disarmed status.


Pressing [#] key, the type of the selected zone can be maintained as it was previously established.
After the 2-digit group corresponding to the selected zone type was entered (or after [#] key pressing), the keypad buzzer will sound 3 confirmation beeps and the panel will pass to the next step, displaying the ATTRIBUTES1 set on 1 to 4 Zone LEDs.
	While the system is within ATTRIBUTES1 displaying submenu, the keypad LEDs’ status will be as follows:TC "LED


State of LED"

	ARMED LED
	ON

	SYSTEM LED
	Blinking

	READY LED
	ON

	1 to 4 Zone LEDs
	ON / OFF, according to the ATTRIBUTES1 set of the selected zone


Pressing [#] key, ATTRIBUTES1 set can be maintained as it was previously established.
1.2 First set of zone attributes are display-able on 1 to 4 Zone LEDs, according to the table below. In order to establish the ATTRIBUTES1 set, you should press the numeric keys which correspond to the Zone LEDs. After each key pressing the appropriate zone LED switches ON / OFF; if the a zone LED is ON that means the appropriate attribute is enabled and if the zone LED is OFF that means the attribute is disabled.
ATTRIBUTES1 set
	ATTRIBUTES1 set:

	Zone LEDs
	ON
	OFF
	Remarks:

	Zone 1 LED
	„audible” alarm

(with siren activating)
	“silent alarm”

(without siren activating)
	The alarm triggered by a zone with this attribute set as „audible” type will occur with siren activating while an alarm triggered by a zone with this attribute set as „silent” type will occur without siren activating.

	Zone 2 LED
	“steady siren”
	“pulsing siren”
	This attribute is referring to the siren-activating mode – “steady” or “pulsing” and for a same zone the set value of this attribute does mater only if the previous attribute was set as „audible” type.

The alarm triggered by a zone with this attribute set as „steady siren” type will activate the siren in a continuously mode, while thee alarm triggered by a zone with this attribute set as „pulsing siren” type will activate the siren in a pulsing mode (3 seconds ON alternating with 1 second OFF).

	Zone 3 LED
	enable manually bypass
	disable manually bypass
	A zone having enabled the “manually bypass” attribute allows to be bypassed by one of the commands: [*][3][Use code] or [BYPASS][User Code].

	Zone 4 LED
	allow “zone auto shutdown”
	does not allow “zone auto shutdown”
	During same armed period (or during same disarming period for 24h zones) the control panel will automatically bypass (“from swinger”) any zone which allows auto-shutdown and after the zone initiate a number of consecutive 3 restores from alarm. After that the zone will no longer generate an alarm. After the control panel has bypassed a zone “from swinger”, it will report a specific event code to the central station, too, if the reporting code is programmed.


After the ATTRIBUTES1 set for the selected zone was established to the required values, press [#] key to confirm.
After [#] key was pressed, the keypad buzzer will sound 3 confirmation beeps and the panel will pass to the next step, displaying the ATTRIBUTES2 set on 1 to 4 Zone LEDs.
	While the system is within ATTRIBUTES2 displaying submenu, the keypad LEDs’ status will be as follows:TC "LED


State of LED"

	ARMED LED
	ON

	SYSTEM LED
	Blinking

	READY LED
	Blinking

	1 to 4 Zone LEDs
	ON / OFF, according to the ATTRIBUTES2 set of the selected zone


Pressing [#] key, ATTRIBUTES2 set can be maintained as it was previously established.
1.3 Second set of zone attributes are display-able on 1 to 4 Zone LEDs, according to the table below. In order to establish the ATTRIBUTES2 set, you should press the numeric keys which correspond to the Zone LEDs. After each key pressing the appropriate zone LED switches ON / OFF; if the a zone LED is ON that means the appropriate attribute is enabled and if the zone LED is OFF that means the attribute is disabled.
ATTRIBUTES2 set




	ATTRIBUTES2 set:

	Zone LEDs
	ON
	OFF
	Remarks:

	Zone 1 LED
	„forced arming” allowed
	„forced arming” not allowed
	When a zone allows forced arming, it will allow system arming although the zone is violated at the very moment of arming (i.e. the system can be armed even though the PIR detector nearby the keypad detects movement when arming).

	Zone 2 LED
	Activate „chime”
	Don’t activate „chime”
	When a zone has the „chime” attribute enabled, then while the system is disarmed and the „chime” feature was activated previously by the command [*][6], any „opening” of the zone will make the keypad buzzer to sound for 6 warning beeps.

	Zone 3 LED
	enabled stay (interior zone)
	disable stay (Perimeter zone)
	· When a zone has the „stay” attribute enabled, then it is an interior zone and will be automatically bypassed by the system during stay arming” or “instant stay arming” modes.
· When a zone hasn’t the „stay” attribute enabled, then it is an perimeter zone

	Zone 4 LED
	Fast detection on zone (50ms)
	* Normal detection on zone (300ms)
	Speed detection


After [#] key has been pressed, the keypad buzzer will sound 6 confirmation beeps and pass to the “main programming menu”.

Default values of the types and attributes for 1 to 5 zones
	Active Attributes:

	zone number
	zone type
	siren alarm

(“audible” / “silent”)
	siren sound type

(steady / pulsing)
	bypass enable
	activate chime

	1
	[01] “delayed”
	“audible”
	steady
	yes
	yes

	2
	[02] “follower”
	“audible”
	steady
	yes
	no

	3
	[03] “instant”
	“audible”
	steady
	yes
	no

	4
	[03] “instant”
	“audible”
	steady
	yes
	no

	5
	[03] “instant”
	“audible”
	steady
	yes
	no


Section [01] - Defining zone 1

While the panel is within the “main programming menu”, to program zone 1 parameters select section [01], then tc "Section [01] - Defining zone 1"enter the following sequence:

|__|__|[ATTRIBUTES1][#][ATTRIBUTES2][#]
Where [__][__] is the 2-digit number for type of zone 1, and ATTRIBUTES1 & ATTRIBUTES2 are 1&2 sets of attributes for zone 1.

See 1 to 5 zone defining described in the previous paragraphs.

After entering the 2 digits for the zone type, the keypad buzzer will sound 3 beeps and the Zone LEDs will turn ON / OFF according to the ATTRIBUTES1 set of zone 1. Press any of 1 to 4 keys according to your desired selection of attributes to have them activated / deactivated.

After choosing the first set of attributes, press [#] key to confirm and the keypad buzzer will sound 3 beeps. Then, Zone LEDs will turn ON / OFF according to the ATTRIBUTES2 set of zone 1. Press any of 1 to 4 keys according to your desired selection of attributes to have them activated / deactivated.
After choosing the second attribute set, press [#] key again to confirm. The keypad buzzer will sound 6 beeps, exit the section and come back to the “main programming menu”, waiting for a new command to enter another section or to exit the programming menu.
To exit the programming menu, press [#] key again.
Section [02] - Defining zone 2tc "Section [02] - Defining zone 2"
Do the same as for zone 1.
Section [03] - Defining zone 3tc "Section [03] - Defining zone 3"
Do the same as for zone 1.
Section [04] - Defining zone 4tc "Section [04] - Defining zone 4"
Do the same as for zone 1.
Section [05] - Defining zone 5tc "Section [05] - Defining zone 5"
Do the same as for zone 1.
Section [06] – Set of OPTIONSA
While the system is within „main programming menu”, to establish the system OPTIONSA select section [06]. TC "Section [15] - General options 1"
Once the panel entered section [06] the keypad buzzer will sound 3 confirmation beeps and the panel will display 1-st set of OPTIONSA, according to the table bellow:
	Keypad LEDs’ status while the system is within 1-st set of OPTIONSA displaying submenu

	ARMED LED
	ON
	
	

	SYSTEM LED
	Blinking
	
	

	READY LED
	ON
	
	

	Zone LEDs
	ON
	OFF
	

	zone 1 LED
	enabled
	* disabled
	Keypad lockout after 10 invalid codes

	zone 2 LED
	enabled
	* disabled
	Reset to default lockout

	zone 3 LED
	* upon zone „closed back”
	upon bell cut-off
	Zone restoration

	zone 4 LED
	* enabled
	disabled
	buzzer warnings during exit time


Note: The default programmed options are marked with *.
In order to activate / deactivate any of these options, press 1 to 4 keys. The corresponding zone LED will turn ON / OFF accordingly.
If these options should keep their previously programmed values press [#] key instead of any numerical key.

After establishing these options to the required values press [#] key to confirm. The keypad buzzer will sound 3 beeps and the panel will pass to the next step, displaying the 2-nd set of OPTIONSA, according to the table bellow:
	Keypad LEDs’ status while the system is within 2-nd set of OPTIONSA displaying submenu

	ARMED LED
	ON
	
	

	SYSTEM LED
	Blinking
	
	

	READY LED
	Blinking
	
	

	Zone LEDs
	ON
	OFF
	

	zone 1 LED
	enabled
	* disabled
	sound reporting

	zone 2 LED
	enabled
	* disabled
	[*] or [#] prefix on DTMF dialing

	zone 3 LED
	[#] as prefix
	* [*] as prefix
	[*] or [#] DTMF prefix

	zone 4 LED
	maintained
	* momentary
	key switch type


Note: The default programmed options are marked with *.
In order to activate / deactivate any of these options, press 1 to 3 keys. The corresponding zone LED will turn ON / OFF accordingly.
If these options should keep their previously programmed values press [#] key instead of any numerical key.

After establishing these options to the required values press [#] key to confirm. The keypad buzzer will sound 6 beeps and exit this section, waiting for a new command to enter another section or to exit the programming menu.
Notes:

1. If sound reporting is set as enabled, then for the panel to initiate synthesis sounds transmission on the phone line, at least one follow-me phone number should be programmed (see follow-me phone number programming, accessible to the master user by [*][7][Master Code][5X][Phone number_X] or [CODE][master Code][5X][Phone number_X] commandstc "Programarea numerelor de telefon pentru mesaje vocale").

2. “Zone restoration” is applying to any zone that triggered the alarm and to the time moment when the restoration event will be memorized in the 255-event LOG.

3. The programmed value of the “zone restoration” parameter is the same for all zones. According to the option selected by programming, the “restoration event” will be memorized as a son as either the zone loop is “closing back” or the siren timer has expired.

4. Any zone having the attribute “swinger shutdown” enabled will trigger at most 3 alarms during one arming period (or during one disarming period for 24h zones), irrespective of programmed value of the “zone restoration” option.
5. The restoration events for silent zones will be memorized in the 255-event LOG as a son each zone loop „close back”.

6. If any zone remains “open” after it triggered the alarm, then the restoration event for that zone will be memorized in the 255-event LOG as a son the zone loops „close back”.

Section [07] – Set of OPTIONSBtc "Section [16] - General options 2"
While the system is within „main programming menu”, to establish the system OPTIONSB select section [07].TC "Section [15] - General options 1"
The keypad buzzer will sound 3 confirmation beeps and the panel will display OPTIONSB, according to the table bellow:
	Keypad LEDs’ status while the system is within OPTIONSB displaying submenu

	ARMED LED
	ON
	
	

	SYSTEM LED
	Blinking
	
	

	READY LED
	ON
	
	

	Zone LEDs
	ON
	OFF
	

	zone 1 LED
	* enabled
	disabled
	Quick Away Arming

	zone 2 LED
	* enabled
	disabled
	Quick Instant Stay Arming

	zone 3 LED
	* enabled
	disabled
	Quick Stay Arming

	zone 4 LED
	* enabled
	disabled
	Keypad panic activates siren


Note: The default programmed options are marked with *.
In order to activate / deactivate any of these options, press 1 to 4 keys. The corresponding zone LED will turn ON / OFF accordingly.
If these options should keep their previously programmed values press [#] key instead of any numerical key.

After establishing these options to the required values press [#] key to confirm. The keypad buzzer will sound 3 beeps and the panel will pass to the next step, displaying the 2nd set of OPTIONSB, according to the table bellow:

	Keypad LEDs’ status while the system is within 2-nd set of OPTIONSB displaying submenu

	ARMED LED
	ON
	
	

	SYSTEM LED
	Blinking
	
	

	READY LED
	Blinking
	
	

	Zone LEDs
	ON
	OFF
	

	zone 1 LED
	* enabled
	disabled
	Keypad medical emergency activates siren

	zone 2 LED
	enabled
	* disabled
	Dings upon all arming types: 1 ding after arming
Dings upon all disarming types: 
- 3 dings after disarming


In order to activate / deactivate any of these options, press 1 or 2 keys. The corresponding zone LED will turn ON / OFF accordingly.
If these options should keep their previously programmed values press [#] key instead of any numerical key.

After establishing these options to the required values press [#] key to confirm. The keypad buzzer will sound 6 beeps and exit this section, waiting for a new command to enter another section or to exit the programming menu.
Section [08] – Sets of OPTIONSCtc "Section [17] - General options 3"
While the system is within „main programming menu”, to establish the system OPTIONSC select section [08]. TC "Section [15] - General options 1"
Once the panel entered section [08] the keypad buzzer will sound 3 confirmation beeps and the panel will display 1-st set of OPTIONSC, according to the table bellow:
	Keypad LEDs’ status while the system is within 1-st set of OPTIONSC displaying submenu

	ARMED LED
	ON
	
	

	SYSTEM LED
	Blinking
	
	

	READY LED
	ON
	
	

	Zone LEDs
	ON
	OFF
	

	zone 1 LED
	enabled
	* disabled
	Digital communicator

	zone 2 LED
	* enabled
	disabled
	Answering to PC calls

	zone 3 LED
	enabled
	* disabled
	Answering to interrogation calls

	zone 4 LED
	Pulse dialing
	* DTMF dialing
	Dialing method


Note: The default programmed options are marked with *.
In order to activate / deactivate any of these options, press 1 to 4 keys. The corresponding zone LED will turn ON / OFF accordingly.
If these options should keep their previously programmed values press [#] key instead of any numerical key.

After establishing these options to the required values press [#] key to confirm. The keypad buzzer will sound 3 beeps and the panel will pass to the next step, displaying the 2-nd set of OPTIONSC, according to the table bellow:
	Keypad LEDs’ status while the system is within 2-nd set of OPTIONSC displaying submenu

	ARMED LED
	ON
	
	

	SYSTEM LED
	Blinking
	
	

	READY LED
	Blinking
	
	

	Zone LEDs
	ON
	OFF
	

	zone 1 LED
	after „double call”
	* after number of rings 
	Answering method to the remote calls

	zone 2 LED
	enabled
	* disabled
	“AC power loss” initiates sound reporting

	zone 3 LED
	enabled
	* disabled
	TLM option1

	zone 4 LED
	enabled
	* disabled
	TLM option2


Note: The default programmed options are marked with *.
In order to activate / deactivate any of these options, press 1 to 4 keys. The corresponding zone LED will turn ON / OFF accordingly.
If these options should keep their previously programmed values press [#] key instead of any numerical key.

After establishing these options to the required values press [#] key to confirm. The keypad buzzer will sound 6 beeps and exit this section, waiting for a new command to enter another section or to exit the programming menu.
Remarks:

1. When the panel is dialing any phone number (either for synthesis sounds or for CS reporting) it will be dialed in “pulse” or “DTMF” mode, according to the way the respective parameter has been programmed.
2. The control panel first checks if the dialing tone is present, waiting for 6 seconds for the line tone. If it cannot detect the dialing tone, the control panel will “blind” dial. For the next call, the procedure will be repeated.
3. In case „double call” option is selected, the programmed ring number will not be considered anymore, and for the panel to answer after „double call”, then the 2 alls must to meet the following conditions:

· The first call must have at least 2 rings;
· The second call must occur after at least 10s after the first call ended, but not later than 60s since the first call was stopped, otherwise the second call will be ignored. For the second call the control panel will answer automatically after the second ring.
4. If both of the “Answering to PC calls” and “answering to interrogation calls” options was set as enabled, the control panel can distinguish between a call originating from a modem (an upload/download request) and a call originating from a human phone (request for the current system status via synthesis sounds).
5. Upon remote interrogation call, the control panel will report “AC power loss” even if this event has not yet initiated the synthesis sounds transmission.

6. Telephone line monitoring (TLM):

· When this feature is enabled by programming, the panel will check the existence of telephone line once every 4 seconds, except during any phone line communication and every time when the panel is detecting an incoming call (during these actions and 30 seconds after them the telephone line monitoring is stopped);

· An effective phone line test failure occurs only if for at least 30 seconds the panel doesn’t detect the existence of telephone line and this trouble is restored only if the panel will detect again the telephone line for at least 30 seconds, too.

· Once the phone line trouble (TLT) is recorded, this trouble condition will be displayed on zone 3 LED within system trouble displaying menu - [*][4] command, and the keypads will signal it by keypad trouble buzzer warnings and by blinking of the SYSTEM LED.

· One type for PGM1 and PGM2 outputs is included – “pulse on phone line trouble” – which goes to ON status once the phone line test is failing; this type of PGM will turn OFF after the pulse time established by programming.

· In order to generate one or more actions when the telephone line test fails, two options were included in this section as follows:

	Telephone Line Monitoring (TLM) options:

	TLM option1
	TLM option2
	

	OFF
	OFF
	TLM is disabled (default)

	ON
	OFF
	TLM generates a trouble only

	OFF
	ON
	Silent alarm becomes audible

	ON
	ON
	Generates an alarm if panel is armed


Section [09] – Moment of daily test reportingtc "Section [18] - Split/Double transmission options"
While the system is within „main programming menu”, to establish the system moment of daily test reporting to CS select section [09].TC "Section [15] - General options 1"
The keypad buzzer will sound 3 confirmation beeps.

Enter 2 groups of 2 digits, the first 2 digits for the hour (00 to 23) and the second 2 digits for the minute (00 to 59) when the system will send the daily test reporting.

The keypad buzzer will sound 3 beeps after the first 2-digit group and 6 beeps after the second one. Then the panel exits the section and will wait for a new command to enter another section.

To exit the „main programming menu”, press [#] key.
Note: If the values for hour and/or minute are not in the indicated above range, the daily reporting will not occure.
Section [10] - Entry time / Exit timetc "Section [07] - Entry timing/Exit timing"
The entry time sets the time period permitted between the activation of an entry / exit zone and system disarming performed. If the system is not disarmed during this delay, an alarm will be generated. The default entry time is 30 seconds.
The exit time sets the time period permitted between entering a user code to arm the system and leaving the premises without triggering the alarm. The default exit time is 60 seconds.

While the panel is within the “main programming menu”, to program the entry / exit times, select section [10] and enter 2 groups of 3 digits each (001 to 255 seconds).

The following sequence will be introduced:

|__|__|__||__|__|__|


|0 3 0||0 6 0| by default

After the first 3 digits, the keypad buzzer will sound 3 beeps and after the last 3 digits it will sound 6 beeps, exiting this section and waiting for a new command to enter another section or to exit the programming menu.
If one of the 2 timings should keep their previously programmed values press [#] key instead of the 3 corresponding digits.
Section [11] – Burglary / Fire Bell cut-off timings
These timings („burglary bell cut-off timing” and „fire bell cut-off timing”) establish „siren activation timings” in case of any “fire alarms” and audible “burglary alarms” respectively will occur in the system.
While the panel is within the “main programming menu”, to program the Burglary / Fire Bell cut-off timings, select section [11] and tc "Section [08] - Bell cut-off times"enter 2 groups of 2 digits each (01 to 99 minutes).

The following sequence will be introduced:
|__|__||__|__|


|0 3||1 0| by default

After the first 2 digits, the keypad buzzer will sound 3 beeps and after the last 2 digits it will sound 6 beeps, exiting this section and waiting for a new command to enter another section or to exit the programming menu.

If one of the 2 timings should keep their previously programmed values press [#] key instead of the 2 corresponding digits.

Notes:
1. A fire alarm may be triggered by a “fire” zone type or from the keypad, by pressing [7]+[9]. Any fire alarm will be only as “audible” and “pulsing” type and it will triggered the “fire bell cut-off timing”, too;
2. Other kind of alarms may be triggered by other zone types (differed of fire) or from the keypad, by [*]+[#] or [1]+[3]) pressing. If zones are silent and the special alarms from keypad activates the siren, too, they will triggered the “burglary bell cut-off timing”;
3. Once any „audible zone” triggered the siren, then that zone will not retrigger anymore the „siren activation timing” and it will not record anymore alarms in the 255-event LOG, each time it will get violated. If another „audible zone” is violated while the siren was started before, then the „siren activation timing” will be retriggered again. That means if a zone triggered the „siren activation timing” once and then, during same siren activation period, its loop „closes” and „opens” for several times, then that zone will not trigger again the „siren activation timing” and it will not record again alarms in the 255-event LOG.
Section [12] - Delay for „AC power loss” Transmission (01-99 minutes)tc "Section [09] - AC loss delay/Monostable time for PGMs"
The “AC power loss” (240Vac) transmission delay (01…99 minutes) sets the time lapse before which the “AC power loss” event will be reported to the “central station” (or before the sound dialer starts synthesis sounds transmission). If in the meantime the AC power is restored, the event code (or the synthesis sound) will not be transmitted anymore.

While the panel is within the “main programming menu”, to program the delay for „AC power loss” transmission, select section [12], and enter the 2-digits number corresponding to the number of minutes (01 to 99 minutes).
The following sequence will be introduced:

|__|__|


|02| by default

After the 2 digits have been entered, the keypad buzzer will sound 6 beeps and exit section [12], waiting for a new command to enter another section or to exit the programming menu.
If the respective time should keep their previously programmed values press [#] key instead of the 2 digits.
Section [13] - Activation time for PGM1 and PGM2 as pulse (001 to 255 seconds)
Activation times (001 to 255 seconds) for PGM1 and PGM2 defined as pulse types stand for the number of the seconds during which each pulse PGM type will be activated to GND.

While the system is within „main programming menu”, to set the „activation times” for PGM outputs defined as pulse types, select section [13] and then enter 2 groups of 3 digits (001 to 255 seconds).
The following sequence will be introduced:

|__|__|__||__|___|__|


|003||003| by default

After the first 3 digits were entered, the keypad buzzer will sound 3 beeps and after the last 3 digits 6 beeps. Then the panel exits the section and will wait for a new command to enter another section.

Press [#] key instead of the corresponding 3-digit group if one of the 2 timings isn’t to be modified.
Notes:

1. These pulse durations are individually programmable for PGM1 and PGM2 and they establish the „activation time” for all following PGM outputs defined as pulse types: “pulse on arming”, “pulse on disarming”, “retriggerable mono-stable” and “pulse on phone line trouble”.

2. For each time activation for PGMs defined as pulse types any value from 000 to 999 may be entered, but the panel will automatic adjust the introduced value by modulo 256 and will record the result in memory as programmed value. If any result of adjustment is 0, then the respective PGM defined as any pulse types will activate only for 1 second!
Section [14] - Ring Number after that the Control Panel Answers to the Remote CallsTC "Section [19] - Ring number"
Enter 2 digits (01 to 99 rings) in order to establish the ring number that should be emitted for the control panel to automatic answer to the remote calls - the remote interrogation calls and / or the remote PC calls.

The following sequence will be entered:

|__|__|


|10| by default

After the 2 digits, the keypad buzzer will sound 6 confirmation beeps and the panel exits the section, waiting for a new command to enter another section.
Note: In order to be considered the ring number programmed in this section, the following conditions need to be met:
· „Answer after programmed rings number” option must to be selected within section [08], not the “double call” option.

· At least one of the “Answering to PC calls” and “answering to interrogation calls” options must to be set as enabled within section [08].

Section [15] – Number of sound dialing sequences / Time of the Sound Reporting

Enter 2 groups of 2 digits, the first being the number of times the synthesis sounds will be repeated for the programmed phone numbers (01 to 99 sequences) and the second 2-digit group being the time (01 to 99 seconds) of the sound reporting.

The following sequence will be introduced:

|__|__||__|__|


|02||30| by default (02 sound dialing sequences / 30 sec.)

The keypad buzzer will sound 3 beeps after the first 2-digit group and 6 beeps after the second one. Then the panel exits the section and will wait for a new command to enter another section. TC "Section [23] - Digital communicator transmission format"
Remark: A sound dialing sequence consists of sending the synthesis sounds once to each of the programmed phone numbers (up to 4 follow me phone numbers). After a sound dialing sequence was finished, the control panel will begin the next sequence similarly until the sequence number programmed in this section was over.

Note: For the “number of sound dialing sequences” and “time of the sound reporting” you can set even the value 00. Don’t program the value 00 for these parameters because the synthesis sounds will no longer be transmitted on the phone line!
Section [16] - Types for PGM1 and PGM2 Outputs

The system has 2 programmable outputs on the main board: PGM1 and PGM2.

These outputs are NPN transistors activated to the ground.

While system is within „main programming menu”, to set the type of programmable outputs PGM1 and PGM2 select section [16] and then enter 2 groups of 2 digits each:
|__|__|
|__|__|


|0D||0E| by default

The first group is setting the PGM1 type and the second group is setting the PGM2 type.
After the first 2 digits were entered, the keypad buzzer will sound 3 beeps and after the last 2 digits were entered, the keypad buzzer will sound 6 confirmation beeps and the panel exits the section, waiting for a new command to enter another section.

Press [#] key instead of the 2 corresponding digits if the type of one of the programmable outputs isn’t to be changed.

To exit the „main programming menu”, press [#] key.

 [00] Latch on Alarmtc "[0] Latch on Alarm"
The output goes to ground in alarm and is shut OFF when disarming.

[01] Follow System statustc "[1] Follow System State"
The output goes to ground when arming and it is shut OFF when disarming.

[02] ON during Entry Timetc "[2] Entry Delay"
The output goes to ground during entry time.
[03] ON during Exit Delaytc "[3] Exit Delay"
The output goes to ground during exit delay.
[04] System Troublestc "[4] Trouble"
This output type goes to ON status (to ground) while there is at least a trouble in the system („AC power loss”, „low voltage on battery”, „fail to communicate event”, „BELL trouble”, “phone line trouble”, „AUX trouble” or „system time and date loss”).

[05] Auxiliary Sirentc "[5] Continuous Siren"
The output goes to ground while the siren is sounding.
 [06] “Silent” alarm (without siren)tc "[7] Silent Siren"
The output goes to ground when any silent alarm is activated.

[07] Panictc "[8] Panic"
The output goes to ground when any panic alarm is activated (panic zone or by simultaneously pressing [*]+[#] keys).

[08] Firetc "[9] Fire"
The output goes to ground when any fire alarm is activated or after simultaneously pressing [7]+[9] keys.

[09] Medical Emergencytc "[A] Medical Emergency"
The output goes to ground when any medical emergency alarm is activated or after simultaneously pressing [1]+[3] keys.

[0A] Tampertc "[B] Tamper"
The output goes to ground when any tamper zone is activated.
[0B] Pulse on Phone Line Troubletc "[B] Tamper"
Upon phone line trouble the output goes to ground for the time programmed in section [13].
 [0C] Mono-stabletc "[C] Monostable"
When the command [*][9] is entered, the output goes to ground for the time programmed in section [13].

[0D] Pulse on armingtc "[D] Pulse on arming"
Whenever the system is armed, the output goes to ground for the time programmed in section [13].
[0E] Pulse on disarmingtc "[E] Pulse on disarming"
When the system is disarmed, the output goes to ground for the time programmed in section [13].

[0F] Bi-stable

The output changes from activated to deactivated and the other way round for each command [*][9].tc "[F] Keyswitch buzzer"
Section [17] - Panel Account for CS reportingtc "Section [26] - Central Station Panel Account "
Enter 4 digits (HEX digits may be used), which will stand for the control panel account.

The following sequence will be introduced:
[x][x][x][x] 


|F||F||F||F| by default

The keypad buzzer will sound 3 beeps after any digit entering and 6 beeps after entering of the last one. Then the panel exits the section and will wait for a new command to enter another section.

After any digit was pressed, programming of the panel account may be canceled by [#] key pressing. After cancellation by [#] key pressing, the keypad buzzer will sound 6 confirmation beeps, the system will keep the old value for the panel account and the control panel will go back within „main programming menu”
Note: In order to identify itself to CS the control panel will use the account which was established in this section.

Section [18] to [23] – EVENT Reporting Codes in Contact ID Format:

Notes:
1. All transmissions to CS will be done in CID format (4 account digits + 4 event digits + 3 zone / user digits).
2. By programming you can change only the last 2 digits of any 4 event digit group.
3. If one CID code isn’t to be reported, enter 2 digits of [0] for that event.

4. If CID code is still to be reporting as [xx00], enter 2 digits of [A] for the last 2 digits of the 4 event digits.

Section [18] – Event Reporting regarding: „Arming by user” / „Stay Arming by User” / „Disarming by user” / „User under duress” / „Zone bypassed from swinger”
Arming by user

3 401
- Arming by user
Stay Arming by User

3 441
- „Stay Arming”
Disarming by user

1 401
- Disarming by user
User under duress (ambush)
1 121
- Duress
Zone bypassed from swinger
1 575
- Swinger bypass

Section [19] – Event Reporting regarding: „Zone / sensor bypassed” / “Burglary alarm” / “Tamper alarm” / “Panic alarm” / “Fire alarm”
Zone / sensor bypassed

1 570
- Zone / sensor bypassed
Burglary alarm


1 130
- Burglary alarm
Tamper alarm


1 144
- Sensor tamper
Panic alarm


1 120
- Panic alarm
Fire alarm


1 110
- Fire alarm
Note: Upon arming the panel will transmit to CS the reporting code of zone bypassing, if there are in the system:

1. Bypassed zones by the panel – in case of partial arming and the respective zones are as interior type and / or
2. Bypassed zones by the users using [*] [3] [User Code] or [BYPASS][User Code] commands.
Section [20] – Event Reporting regarding: „Medical emergency alarm” / “Alarmed zone restore” / “Keyswitch arming” / “Keyswitch disarming” / “Keypad lockout”
Medical emergency alarm
1 100
- Medical alarm
Alarmed zone restore

3 130
- Burglary alarm restore
Keyswitch arming

3 409
- Keyswitch arming
Keyswitch disarming

1 409
- Keyswitch disarming
Keypad lockout

1 421
- Access denied

Section [21] – Event Reporting regarding: “Arming by PC” / “Disarming by PC” / “Quick arming” / “Quick stay arming” / “AC power loss”
Arming by PC


3 407
- Remote arming
Disarming by PC

1 407
- Remote disarming
„Quick arming”

3 408
- „Quick arming”
“Quick stay arming”

3 408
- „Quick Arming”
AC power loss


1 301
- AC power loss
Section [22] – Event Reporting regarding: “Low Voltage on Battery” / “BELL trouble” / “AUX trouble” / “Time and Date Inaccurate” / “Restore AC power loss”
Low Voltage on Battery


1 302
- Battery test failure
BELL trouble




1 321
- Bell 1
AUX trouble




1 300
- System troubles
Power ON (Time and date inaccurate!) 
1 626
- Time and date inaccurate

Restore AC power loss



3 301
- AC power Restore
Section [23] – Event Reporting regarding: “Restore Battery Voltage” / “Restore BELL trouble” / “Restore AUX trouble” / “Time and Date Reprogrammed” / “Periodical Test”
Restore Battery Voltage

3 302
- Battery test failure restore
Restore BELL trouble


3 321
- Bell 1 restore
Restore AUX trouble


3 300
- System troubles restore
Time and date reprogrammed

3 626
- Time and date inaccurate restore

Periodical Test



1 602
- Periodic test report

Note: If after the 8 attempts for both CS phone numbers no central station answers, then the control panel will record an “Unsuccessful CS Communication” event into the 255-event LOG. Upon a new reportable event occurring or upon phone line restore, if the communication with CS is established, the entire list from CS internal buffer, the old reporting codes and the new reporting codes which are already in the list, will be reported together to the CS.
Section [24] – Installer’s Code Programming
While the panel is within the “main programming menu”, select section [24] in order to program the installer’s code.
	While the system is within section [24], the keypad LEDs’ status will be as follows:TC "LED State of LED"

	Keypad LEDs:
	LEDs’ Status:
	Remarks:

	ARMED LED
	ON
	

	SYSTEM LED
	Blinking
	

	READY LED
	ON
	

	Zone 1, 2 and 3 LEDs
	Blinking
	That means the installer’s code is always programmed and the control panel is waiting for the first digit to be entered.

	1 and 2 zone LEDs
	Blinking
	That means the installer’s code is programming and the control panel is waiting for the next code digits.


1. Installer’s code programming may be skipped by [#] key pressing. After [#] key pressing the keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.

2. In order to program the installer’s code, enter the new 4 digits, [x][x][x][x].

2.1. The 1 and 2 zone LEDs will be blinking after first digit entering. That means the control panel is waiting for the other digits.

2.2. After any digit was pressed, installer’s code programming may be canceled by [#] key pressing. The keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.
Note: Do not press [*] key while entering the digits of the installer’s code! The keypad buzzer will sound a long error beep and will reject [*] key.
3. After entering the last digit of the installer’s code keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.
If the code entered is already assigned to another user or is the installer’s old code, the keypad buzzer will sound a long error beep and the control panel will go back within „main programming menu”.
Notes:

1. The „installer’s code” erasing isn’t allowed. If, by mistake, one is trying to erase the installer’s code, by entering [*] key instead of the 4-digits code, the keypad buzzer will sound a long rejection beep and the panel will go back within “main programming menu”. The control panel will keep the old value for the „installer’s code”.

2. The default value for the “installer’s code”’ is “0269”.
Remember! After completing the alarm system installation and programming, installer should:

1. Change the default value of the installer code;

2. Keep good record of the code for later use, especially if the parameter “protection against unwanted resets to default values” has been set as enabled.

Section [25] – Master Code Programming, performed by installer
While the panel is within the “main programming menu”, select section [25] in order to program the master code.
	While the system is within section [25], the keypad LEDs’ status will be as follows:TC "LED State of LED"

	Keypad LEDs:
	LEDs’ Status:
	Remarks:

	ARMED LED
	ON
	

	SYSTEM LED
	Blinking
	

	READY LED
	ON
	

	Zone 1, 2 and 3 LEDs
	Blinking
	That means the master code is always programmed and the control panel is waiting for the first digit to be entered.

	1 and 2 zone LEDs
	Blinking
	That means the master code is programming and the control panel is waiting for the next code digits.


1. Master code programming may be skipped by [#] key pressing. After [#] key pressing the keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.

2. In order to program the master code, enter the new 4 digits, [x][x][x][x].

2.1. The 1 and 2 zone LEDs will be blinking after first digit entering. That means the control panel is waiting for the other digits.

2.2. After any digit was pressed, master code programming may be canceled by [#] key pressing. The keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.
Note: Do not press [*] key while entering the digits of the master code! The keypad buzzer will sound a long error beep and will reject [*] key.
3. After entering the last digit of the master code keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.
If the code entered is already assigned to another user or is the master’s old code, the keypad buzzer will sound a long error beep and the control panel will go back within „main programming menu”.
Notes:

3. The „master code” erasing isn’t allowed. If, by mistake, one is trying to erase the master code, by entering [*] key instead of the 4-digits code, the keypad buzzer will sound a long rejection beep and the panel will go back within “main programming menu”. The control panel will keep the old value for the „master code”.

4. The default value for the “master code”’ is “1234”.
Section [26] - First Phone Number for CS reportingtc "Section [24] - First Phone Number for Central station"
This is the first phone number which panel will dial to communicate reporting events from the system.

Section [27] - Second Phone Number for CS reportingtc "Section [25] - Second Phone Number for Central station"
If 1-st CS phone number isn’t programmed or doesn’t answer, this is the phone number which panel will dial to communicate reporting events from the system.
While the panel is within the “main programming menu”, in order to program / erase any of the CS phone numbers, select the corresponding submenu [26] or [27].

	While the system is within programming session of the selected phone number, the keypad LEDs’ status will be as follows:TC "LED State of LED"

	
	
	Remarks:

	ARMED LED
	ON
	

	SYSTEM LED
	Blinking
	

	READY LED
	ON
	

	Zone 1, 2 and 3 LEDs
	Blinking
	That means the selected phone number was programmed during a previous programming session (the control panel is waiting for the first digit for the selected phone number)

	Only zone 1 LED
	Blinking
	That means the selected phone number isn’t programmed (the control panel is waiting for the first digit for the selected phone number)

	1 and 2 zone LEDs
	Blinking
	That means the selected phone number is programming


1. Programming / Erasing of the selected phone number can be canceled by [#] key pressing. After [#] key pressing, the keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.

2. In order to program the selected phone number, you should enter maximum 15 digits as you would on a key phone.

2.1 After first digit entering of a new sequence for selected phone number, the 1 and 2 zone LEDs will be blinking. That means the control panel is waiting for the other digits for the new value of the selected phone number.

2.2 HEX digits can be added inside the phone number (enter HEX digits A…F by pressing [*] and [0…5] keys).

3. after the last digit of the just programmed phone number was enter, press [#] key to confirm the new value of the phone number (the control panel will go back within “main programming menu” only after [#] key pressing).

4. In order to erase the selected phone number press [*] key, while the panel is waiting for the first digit for the selected phone number. The keypad buzzer will sound 6 confirmation beeps and the control panel will go back within “main programming menu”.

Notes:
1. Phones numbers in sections [26] and [27] are not programmed by default.
2. For control panel to initiate CS reporting, at least one CS phone number must be programmed in [26] or [27] sections.

3. If 1-st CS phone number isn’t programmed but 2-nd CS phone number is programmed, then the control panel will dial 2-nd CS phone number in order to transmit to the “central station” the events occurred in the system.

4. If 1-st CS phone number is programmed in section [26], the control panel will report any event to this phone number. In case 1-st CS phone number does not answer, the reporting event will be send to the 2-nd phone number if it is programmed in section [27]. The procedure will be repeated up to 8 times, with 30 seconds pause between the calls of the 2 numbers. If there is no answer after the 8-th call, the panel will record a trouble of “Unsuccessful CS Communication”. 
Section [28] - Panel identification Code upon upload/downloadtc "Section [32] - Panel identification Code"
Enter 4 digits to identify the panel to the PC during upload/download process.

|__|__|__|__|


|0|0|0|0| by default

After entering the 4 digits, 6 beeps will sound and the keypad will exit the section waiting for a new command.

Section [29] - PC identification Code upon upload/downloadtc "Section [33] - PC identification Code"
Enter 4 digits:

|__|__|__|__|


|0|0|0|0| by default.

This code is to identify the PC to the panel during upload/download process.

After the 4 digits, 6 beeps will sound and the keypad will exit the section waiting for a new command.
Section [30] - Online Download (PC programming acceptance)tc "Section [35] - ONLINE download activation"
This command allows the installer to manually start the upload/download process.

Just entering section [30] will manually activate the communication between PC and the panel. While the PC modem is already being on the phone line (PC is already calling the control panel) the installer should just enter section [30] and the communication between PC and panel is manually activated (the control panel will take over the phone line and will try to communicate to the PC, which should already be on the phone line and calling the control panel).

Notes:
1. This function is identical to the [*][8][Master Code][30][#] command, which is reserved for the master user.

2. This command is useful when the „Answering to PC calls” option is not enabled by programming but panel programming by PC is still required.
3. [image: image9.jpg]


This command is also useful in a local connection between PC modem and the panel (connection without a phone line). In this case, use the connection below:



Section [31] - Cancellation of Phone Communicationtc "Section [37] - Phone communication Cancel"
[*][8][Installer Code][31] Command allows the installer to cut-off any phone communication when carrying out a test.

[*][8][Master Code][31] Command allows the „master user” only to stop sound communication and upload/download process, without stopping the communication to the “central station”.

Warning Limitations of Alarm Systemstc "
Warning Limitations of this Alarm System"
Although of an advanced design, this security system does not offer 100% guarantee of warning or assured protection against burglary, fire or other emergency. Any alarm system, whether commercial or residential, is subject to compromise or failure to warn for a variety of reasons. For example:

• 
Intruders may gain access through unprotected openings or have the technical sophistication to bypass an alarm sensor or disconnect an alarm-warning device.

• 
Intrusion detectors (for example: passive infrared detectors), smoke detectors and any other sensing devices will not operate without power. Battery-operated devices will not work without batteries, with dead batteries or if the batteries are not properly put in. Devices powered solely by AC will not work if their AC power supply is cut-off for any reason, even for a short time period.

• 
A user may not be able to reach a panic or emergency button quickly enough.

• 
Smoke detectors may not activate or provide early warning for a variety of reasons. Some of the reasons why smoke detectors used in conjunction with this system may not work are as follows: Smoke detectors may have been improperly installed and positioned. Smoke detectors may not sense fires that start where smoke cannot reach the detectors, such as chimneys, in walls, or roofs, or on the other side of closed doors. Smoke detectors may not sense a fire on another level of a residence or building. A second floor detector, for example, may not sense a first floor or basement fire. Moreover, smoke detectors have sensing limitations. No smoke detector can sense every kind of fire every time. In general, detectors may not always warn about fires caused by carelessness and safety hazards like smoking in bed, violent explosions, escaping gas, improper storage of flammable materials, overloaded electrical circuits, children playing with matches, or arson. Depending on the nature of the fire and / or the location of the smoke detectors, the detector, even if operating as anticipated, may not provide sufficient warning to allow all occupants to escape in time to prevent injury or death.

• 
Passive Infrared Motion Detectors can only detect intrusion within the designated ranges as diagrammed in their installation manual. Passive Infrared Detectors do not provide volumetric area protection. They do not create multiple beams of protection, and intrusion can only be detected in unobstructed areas covered by the beams. They cannot detect a motion or intrusion taking place behind walls, ceiling, floors, closed doors, glass partitions, glass doors or windows. Mechanical tampering, masking, painting, or spraying of any material on the mirrors, windows or any part of the optical system can reduce their ability to detect movements.

• 
Alarm warning devices such as sirens, bells or horns may not alert people or wake up sleepers who are located on the other side of closed doors. If the warning devices sound on a level of the residence different from that of the bedrooms, then they are less likely to waken or alert people inside these bedrooms. Even persons who are awake may not hear the warning if the alarm is muffled by noise from a stereo, radio, air conditioner or other appliances, or by passing traffic. Finally, alarm warning devices, however loud, may not warn hearing-impaired people or waken deep sleepers.

• 
Telephone lines needed to transmit alarm signals from premises to a central monitoring station may be out of service or temporarily out of service. Telephone lines are also subject to compromise by sophisticated intruders.

• 
Even if the system responds to an emergency as intended, occupants may however have insufficient time to protect themselves from the emergency situation. In the case of a monitored alarm system, authorities may not respond appropriately and timely enough..

It should be noted that the most frequent cause of an alarm system not functioning when an intrusion or fire occurs is inadequate maintenance. This alarm system should be tested weekly to make sure that all sensors work properly.
Technical Specifications
Number of zones



5 zones

Zone type




programmable

EOL Resistor




2.2 k ohm
Programmable outputs: PGM 1 and PGM 2
2

Load for PGM1 and PGM2 outputs

up to 50mA

Main board typical consumption

50mA

LED keypad typical consumption

12mA

Power current for battery charging

up to 100mA

Board operation rated voltage


13.8 Vdc +/- 0.2 Vdc

+AUX fuse




1.6A
+BELL fuse




1.6A

Note: use the indicated rate fuses, or the control panel’s board may be damaged by short-circuits on +AUX and/or +BELL outputs.
Note: To avoid damaging the modem, connect a 100 ohms resistor between AUX+ and TIP terminal as shown above
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